COLD WATER — WITH COMBUSTION ENGINE
The B-Series
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Practical design and features a longer

length high-pressure hose complete
with folding crank

Neat storage system
Practical stowing of the
trigger gun with safety catch and lances
Protection cover
Heat protection

Pressure regulation
Fully adjustable control allows opera- ——

ting pressures to be set to suit any task %

Speed adjustment (SA
Automatic regulation of the engin
helps reduce fuel consumptic
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4 J against lack of oil

Impact protection
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Technical specifications

Ve

Operating pressure adjustable bar / MPa 30-150 / 3-15 30-220/3-22 30-200/3-20 30-250 /3-25
Max. admissible overpressure bar / MPa 170 /17 240 / 24 230/23 270/ 27
Water output I/min 1/h 12,5 750 16 960 20 1200 6 960
Engine Honda GX160 LX Honda GX340 LX Honda GX390 LX Honda GX390 LX
Dimensions Lx W x H mm 720 /570 / 960 720 /570 / 960 720 /570 / 960 720 /570 / 960
Weight kg 68 %3 923 93
Cleaning Agent Intake - - - -
Speed adjustment (SA) - (] [ (]
Hose drum ® [ J [ ] [ ]
Steel braided high-pressure hose m 20 20 20 20
Trigger gun with safety catch Model M2000 Starlet Starlet Starlet
Turbokiller lance Nozzle size ®05 @05 @® 07 @ 045
stainless steel lance with regulating  nogzje size © D2505 @ D2505 @ D2507 @ D25045
without SA incl. SA incl. SA incl. SA
Ord.no. 411901 411921 411941 411931
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For detailed technical information, see page 83




