NEW / Spot & Flood

18100 / Standard (ON/OFF)

White

m Housing
Small size, high power engine
technology and strong heat
dissipation performance of nonstorm
heat dissipation system.

P ]

& m Reflector
Black NGR finish.

m Mounting Track
Standard or recessed mounting
version available.
For the three-circuit track system.
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360°

Dimension W33 X L238 X H95

Power Consumption(SMPS included) 10w

Operating Voltage AC100~240V

Material AL, PC

Weight 0.40kg

POWER

MODEL NO. CONTROL %?rl\grhj . tﬁmrNousum) LOR ﬁ\l%NE[;(?RRX\;G gg\ngRATURE(K) EE?}TE gg%R E\EN%ECTOR
18100W-827C-010-020 © 10W 935 0.59 80 2700 20  White Black
18100D-827C-010-020 © 10W 935 0.59 80 2700 20 Black Black
18100W-827C-010-030 © 10W 935 0.55 80 2700 30 White Black
18100D-827C-010-030 © 10W 935 0.55 80 2700 30 Black Black
18100W-830C-010-020 © 10W 935 0.59 80 3000 20 White Black
18100D-830C-010-020 © 10W 935 0.59 80 3000 20 Black Black
18100W-830C-010-030 © 10W 935 0.55 80 3000 30 White Black
18100D-830C-010-030 © 10W 935 0.55 80 3000 30 Black Black
18100W-840C-010-020 © 10W 935 0.59 80 4000 20 White Black
18100D-840C-010-020 © 10W 935 0.59 80 4000 20 Black Black
18100W-840C-010-030 © 10W 935 0.55 80 4000 30 White Black
18100D-840C-010-030 © 10W 935 0.55 80 4000 30 Black Black
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Track Option

For MODEL no. 18100
Standard Track (ON/OFF)
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GLOBAL Trac Pro

Standard or recessed mounting version available.
For the three-circuit track system.
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