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Features

•  Large diameter 1 inch drains at front
•  NSF approved thermometer
•  Ceiling easier to clean
•  Plate space on top of unit, 5.6 inches
•  Larger front to back interior, 11 inches
•  Interior floor has a radius at all four sides
•  Self-contained refrigeration unit - easy to install
•  Large diameter upper evaporator with tin plating
•  Slightly taller doors with plastic seal at end, 
   opposite of the handle
•  Solid food plates with radius groove to fit sushi foods
•  R600a Refrigerant

   LED lights create a perfectly illuminated 
   display

   Elegant curved front glass design 
   enhances product on display

   Condenser airflow comes in the back 
   and out the side

•  Ambient Temp Range        50°F - 80°F*
•  Saturation Temp                Approx. 39°F*
           *(Ambient Temp. 80°F, No Load)

•  Voltage Variation           ± 10% (Rated voltage)
•  Refrigeration System         Convection cooling
•  Electrical Consumption      100W (HNC-120 and HNC-150)

            130W (HNC-180 and HNC-210)

•  Power Supply Capacity      0.47kVA (4.1A)

Operating Limits
•  Allow 6” (15 cm) clearance between the condenser air inlet/outlet 
   and the wall or other equipment for proper air circulation.  The 
   rear of the showcase should have enough space for a smooth 
   operation of the power switch and for easy access to the louver 
   and air filter.  Open space is required at the top of the showcase.

Service

47.2" x 13.6" x 11"

W x D x H

Hoshizaki reserves the right to change specifications without notice.

1 Year Parts & Labor on entire unit.  2 Year Parts & Labor on compressor, 
evaporator, air-cooled condenser. 5 Year Parts on Compressor; air-cooled 
condenser.  Valid in United States, Canada, Puerto Rico and U.S. Territories.  
Contact factory for warranty in other countries.  

Warranty:

Condenser Model Shipping
WeightVoltageNumber of

Rear Doors Amperage

HNC-120BA-L(R)-SLH

HNC-150BA-L(R)-SLH

HNC-180BA-L(R)-SLH

HNC-210BA-L(R)-SLH

Air

Air

Air

Air

HNC Series
HNC Series

01/28/20
Item # 13545

HNC-210BA-R-SLH

MODEL NAME

H NC - 120 B A - R/L - SLH

High Grade

Counter Showcase

Width (cm)
120, 150, 180, 200 Development Order

Starts from A

USA Model

Unit Location:
R- Unit on Right
L- Unit on Left

Stainless Steel

59.1" x 13.6" x 11"

HNC-120BA-R(L)-SLH

HNC-150BA-R(L)-SLH

70.9" x 13.6" x 11"
HNC-180BA-R(L)-SLH

82.7" x 13.6" x 11"
HNC-210BA-R(L)-SLH

Net
Capacity

1.48ft3

2.01ft3

2.54ft3

3.07ft3

45 lbs. 

115 lbs.

130 lbs.

145 lbs.

Refrigerated Display Case - Not for overnight storage

115V/60/1

115V/60/1

115V/60/1

115V/60/1

Rated:     0.9A
Starting: 15A2

4

4

4

Shipping
Dimensions

51.5” x 16.25” x 20.25”

62.25” x 16.25” x 20.25”

74” x 16.25” x 20.25”

85.75” x 16.25” x 20.25”

L x W x H

HNC-120BA-L-SLH

HNC-150BA-L-SLH

Interior
Dimensions

33.3” x 11.3” x 6.2”

45.1” x 11.3” x 6.2”

56.9” x 11.3” x 6.2”

68.7” x 11.3” x 6.2”

W x D x H

•  Exterior:  Clear glass, ABS plastic, PVC plastic, Stainless Steel
•  Interior:  Clear glass, ABS plastic, Stainless Steel

Accessories Included (pieces)
Food

Mounts

Rated:     0.9A
Starting: 15A

Rated:     1.1A
Starting: 15A
Rated:     1.1A
Starting: 15A

Plug Vinyl
Hose Joint

3

4

5

6

4

4

4

4

1

1

1

1

2

2

2

2

Showcase Construction

When food temperature
is too low

For more intensive cooling

Food Mounts

LED

Refrigerant
Charge 
Amount

1.41 oz/40 g

1.48 oz/42 g

1.58 oz/45 g

1.76 oz/50 g

HNC-180BA-L-SLH

Hydrocarbon

3168669
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HNC-120-BA-L-SLH

All models
side view
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HNC-210-BA-L-SLH

HNC-180-BA-L-SLHHNC-150-BA-L-SLH

HNC-120-BA-L-SLH HNC-210-BA-L-SLH

HNC-180-BA-L-SLHHNC-150-BA-L-SLH
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Stainless Steel Countertop Refrigerated Display Case
with LED Lights

HNC Series
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