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HDD-2-59(-S*)

HDD-3-69(-S*)

HDD-3-80(-S*)

HDD-4-95(-S*)

HDD Series
07/26/18

Item # 13217

1/3

1/3

1/3

1/3

Tower(s) Tap(s) HP

343 lbs.

370 lbs.

396 lbs.

429 lbs.

Shipping
Weight

59.5” x 29” x 36.88”

69.5” x 29” x36.88”

80” x 29” x 36.88”

95.5” x 29” x 36.88”

3

3

4

4

5.2

5.2

5.2

5.2

AmpsCabinet Dimensions
W  x D x H

63.5” x 33” x 42”

73.5” x 33” x 42”

84” x 33” x 42”

101” x 33” x 42”

Shipping Dimensions
W  x D x H

115

115

115

115

Voltage

5-15P

5-15P

5-15P

5-15P

NEMA Plug1/2 Barrel(s)

3

3

4

5

Capacity
(AHAM) cu ft

18.45 ft3

22.14 ft3

26.79 ft3

32.53 ft3

•  HDD-2-59 •  HDD-3-80
•  HDD-3-69 •  HDD-4-95

HDD-3-69(-S*)

HDD-2-59

HDD-3-80(-S*)

HDD-4-95(-S*)

Options & Accessories

   Heavy duty 18-gauge stainless steel 
   top 

   Stainless steel interior with LED 
   lights   

   Polished stainless-steel insulated  
   towers with plated brass faucet
•  Black vinyl coated exterior front, sides, and rear

•  Stainless steel threshold protects door frame from
    damage when loading and unloading

•  Front breathing, side mount refrigeration is easily
   accessible by sliding out front for cleaning and service

•  Zero clearance requirements sides and rear

•  Electronic controller with digital LED display (°F or °C)

•  Cabinet walls and doors are insulated with 2”
   environmentally friendly, CFC free foamed-in-place
   polyurethane

•  Keg cushion to protect floor and allow air to circulate 
   below kegs

•  Self-closing doors come standard with locks

•  Cabinets are designed to maintain interior 
    temperatures between 33°F to 38°F  

•  Engineered to maintain NSF-7 temperatures in 100°F 
   ambient

Features

Direct Draw Refrigerator with Swing Door
HDD Series

•  HDD-2-59-S* •  HDD-3-80-S*
•  HDD-3-69-S* •  HDD-4-95-S*

* (-S) Stainless Steel Exterior option available - Made to order.

HDD-2-59-S*

Warranty
3 Year parts and labor / 5 year compressor



HDD Series
07/26/18

Item # 13217

HDD-4-95(-S) Front View

HDD-2-59(-S) Front View

HDD-3-69(-S) Front View

HDD-2-59(-S) Plan View

HDD-3-69(-S) Plan View

HDD-3-80(-S) Plan View

HDD-4-95(-S) Plan View

Direct Draw Refrigerator with Swing Door
HDD Series

Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  
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Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  
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Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  
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Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  

Manuals 
Parts breakdown
Customer Service

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

59”
(1500 mm)

2”
(50 mm)

59 1/2"
(1512 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

69”
(1750 mm)

2”
(50 mm)

69 1/2”
(1766 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

79 1/2”
(2020 mm)

2”
(50 mm)

80”
(2030 mm)

33 1/4"
(844 mm)

33 1/4"
(844 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

36 7/8"
(938 mm)

53"
(1346 mm)

16 1/8”
(408 mm)

95”
(2400 mm)

2”
(50 mm)

95”
(2400 mm)

95 1/2”
(2420 mm) 29”

(738 mm)

51 1/8”
(1300 mm) 22 1/8”

(562 mm)

64 1/8”
(1630 mm)

22
 7

/8
”

(6
00

 m
m

)

(647 mm) (647 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

53 5/8”
(1360 mm)

(514 mm)
20 1/4”

(514 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

43 5/8”
(1108 mm)

15 1/4”
(387 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

Direct Draw Beer Coolers
FDD Series

15 1/4”
(387 mm)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

25 1/2” 25 1/2”20 1/4”

HDD-3-80(-S) Front View

Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  
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Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  
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Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).

13105 NW 47 th Ave. Miami FL 33054  
Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  

Manuals 
Parts breakdown
Customer Service

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

59”
(1500 mm)

2”
(50 mm)

59 1/2"
(1512 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

69”
(1750 mm)

2”
(50 mm)

69 1/2”
(1766 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

79 1/2”
(2020 mm)

2”
(50 mm)

80”
(2030 mm)

33 1/4"
(844 mm)

33 1/4"
(844 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

36 7/8"
(938 mm)

53"
(1346 mm)

16 1/8”
(408 mm)

95”
(2400 mm)

2”
(50 mm)

95”
(2400 mm)

95 1/2”
(2420 mm) 29”

(738 mm)

51 1/8”
(1300 mm) 22 1/8”

(562 mm)

64 1/8”
(1630 mm)

22
 7

/8
”

(6
00

 m
m

)

(647 mm) (647 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

53 5/8”
(1360 mm)

(514 mm)
20 1/4”

(514 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

43 5/8”
(1108 mm)

15 1/4”
(387 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

Direct Draw Beer Coolers
FDD Series

15 1/4”
(387 mm)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

25 1/2” 25 1/2”20 1/4”

Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).
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Tollfree: (866) 463 2467  Ph: (305) 779 0170  Fax: (305) 779 0173
www.fagorcommercial.com  

Manuals 
Parts breakdown
Customer Service

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

59”
(1500 mm)

2”
(50 mm)

59 1/2"
(1512 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

69”
(1750 mm)

2”
(50 mm)

69 1/2”
(1766 mm)

36 7/8”
(938 mm)

53”
(1346 mm)

16 1/8”
(408 mm)

79 1/2”
(2020 mm)

2”
(50 mm)

80”
(2030 mm)

33 1/4"
(844 mm)

33 1/4"
(844 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

36 7/8"
(938 mm)

53"
(1346 mm)

16 1/8”
(408 mm)

95”
(2400 mm)

2”
(50 mm)

95”
(2400 mm)

95 1/2”
(2420 mm) 29”

(738 mm)

51 1/8”
(1300 mm) 22 1/8”

(562 mm)

64 1/8”
(1630 mm)

22
 7

/8
”

(6
00

 m
m

)

(647 mm) (647 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

53 5/8”
(1360 mm)

(514 mm)
20 1/4”

(514 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

43 5/8”
(1108 mm)

15 1/4”
(387 mm)

14 3/8”
(364 mm)

11 5/8”
(296 mm)

Direct Draw Beer Coolers
FDD Series

15 1/4”
(387 mm)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

22
 7

/8
”

(6
00

 m
m

)

25 1/2” 25 1/2”20 1/4”

All Models Side View

Specifications  Direct Draw Series
Construction

Heavy duty stainless steel top, 18 gauge. Black 
vinyl front, sides and back. (S) Models have 
stainless steel front and sides.   Galvanized 
back panel.  Interior constructed of heavy duty 
stainless steel walls with coved corner NSF 

comprised of heavy duty black vinyl steel.  (S) 
Models are stainless steel.  Provided with locks 
per door, magnetic door gaskets, removable 
without tools.  Door openings have a plastic 
breaker strips to retard condensate formation. 
Unit comes complete with a 2” Ecomate 
CFC-Free polyurethane insulation, foamed in 
place.  

Refrigeration system

Self-contained capillary tube system using 
environmentally friendly (CFC Free) R-134a 
refrigerant.  Front breathing compressor on 
left side for built-in applications. Evaporator 
coil is mounted to interior left side above the 
compressor.  Large fan motor and fan blades 

evaporator, no drain connection required.  
Evaporator condensate has been plumbed to 
a condensate pan located in the compressor 
housing. 

Access for the condensing unit behind the 
front grill, slides out for easy cleaning and 
maintenance.

Cabinets are designed to maintain 
temperatures between 33˚ F to 38˚ F in the 
interior cabinet.

Lights
Interior LED light underneath the mullion.

Others
Unit is supplied standard with an 8’ cord and 
plug (Nema 5-15p).   FDD 59 & 69 have (1) 3 
way CO2 valve  /  FDD 79 & 95 have (1) 4 way 
CO2 valve.  Drain is located in the back inside 
compressor housing.

Warranty
3 year parts and labor warranty plus 2 
additional year compressor warranty.                
(Continental U.S.A. & Canada only).
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