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7 Metre break back galvanised pole

4 tonne - Concrete base with forklift sleeves

Daylight sensor

Deep cycle battery

Lighting time up to 2 days without sunlight

* NOTE: As with all solar products, performance is wholly dependent upon the hours of direct sunlight and the orientation of the solar panel 

MEGA TOWER 400
BREAK BACK POLE MANUAL TILT 

SOLAR LED STREET LIGHT

MEGA TOWER
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PART NUMBER ETG-SLMT200 ETG-SLMT400 ETG-SLMT600

Power 200W (100x2) 400W (100x4) 600W (150 x 4)

Lumen 13,000lm (Per Luminaire) 13,000lm (Per Luminaire) 19,500lm (Per Luminaire)

Input 24VDC

LED Philips Lumiled 3030

Color Temperature 6500K

Body Aluminium + PC Lens
Daylight Sensor Available
Rotate 360°(R) / 270°(T)
Solar Panel 310 Monocrystalline
Panel Quantity 2 panels 4 panels 4 panels
Tracer 4215BN Solar regulator

Connectors IP68 [Cables, Connectors & lockout switch]

Body Galvanized Finish
Height 6m
Dimensions 1.6m x 1.6m x 0.6m
Weight 4 tonne
Fork-lift sleeves Yes

Upgradeable Cyclone rated 1m3 Concrete block

Battery 24V Solar Battery system

Battery box Lockable and Gas lift strut - -

Cooling Fans Yes

Manual Assorted custom wiring design


