
• Made with 100% virgin PTFE.

• Can be used on oxygen.

• UL® Listed thread sealant 561R  
(except Low Density Economy Tape).

  Density Type High           Medium        Standard 

  Thickness (mils) 3.9 3.5 3

  Tensile (Min psi) 800 800 N/A

  MIL SPEC**           AA-58092          AA-58092            AA-58092 

  MIL SPEC**             27730A             27730A 27730A 

 Density (g/cm3)            .9 - 1.2 .65 - .9          .45 - .7

  Elongation (%)  50 50 N/A

  Testing Lab.            UL 561R          UL 561R             UL 561R 

  Temp. Range (°F)     -450 to +550     -450 to +550      -450 to +550

  Toxicity  Non-Toxic         Non-Toxic           Non-Toxic

  Shelf Life   Indefinite         Indefinite            Indefinite

     * * Meets Performance Requirements of Mil Specifications Listed. 

PTFE TAPE SPECIFICATIONS
  HD MD   SD

ape sizes available upon request.

  Low Density
  Economy Tape

fpc Stock container Units
code Size per case

TT23 3/4” x 288” 24
TT33 3/4” x 576” 24
TT38 3/8” x 520” 144
TT40 1/2” x 260” 144
TT41 1/2” x 520” 144
TT42 1/4” x 520” 144
TT43 1/4” x 260” 144
TT44 1/2” x 1296” 144

High Density
       Thred Tape HD

 fpc Stock container Units
 code Size per case

 TT53 3/4” x 260” 24
 TT54 3/4” x 520” 24
 TT60 1/2” x 260” 144
 TT61 1/2” x 520” 144
 

Medium Density
     Thred Tape MD

Standard Density
     Thred Tape SD

 fpc Stock container Units
 code Size per case

ZT12 3/4” x 250” 100
ZT13 3/4” x 500” 100

 ZT15 3/4” x 520” 100
 ZT20 1/2” x 260” 144

ZT21 1/2” x 520” 144
ZT44 1/2” x 1296” 144
ZT51 1” x 520” 100
ZT60 2” x 260” 144

 fpc Stock container Units
 code Size per case

 1901B 1/2” x 1296” 100
 1901C 1/2” x 260” 100
 1901D 1/2” x 520” 100
 1901E 3/4” x 520” 100
 1901F 1” x 520” 50
 1901G 1” x 1296” 140
 1901H 3/4” x 260” 140

• Meets Mil Spec
MIL-T-27730A or AA-58092.

 fpc Stock container Units
 code Size per case

 GT90-24 1/2” x 260” 24
         GT90 1/2” x 260” 144
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