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POWER VOLTAGE

Your product has been set to 240V voltage. If your power is 110V voltage please
follow the steps below to switch the voltage from 240V to 110V. It is always good
to check the voltage prior to use (even if you use 240V) to make sure the voltage is
set correctly. Turning your amplifier on with the wrong voltage can result in severe
damage to your amplifier and speakers.

1. Underneath the main power IEC connection is a fuse and the voltage selector. On
the bottom right side it indicates the current selected voltage (110-120V or 220-240V).
If the correct voltage is set, then you can skip over this part, if you need to switch the
voltage, please follow steps 2-4.

2. While your amplifier is unplugged, carefully pull out the fuse/voltage selector. It
will come completely out of the socket.

3. Rotate the fuse/voltage so that your desired voltage appears on the bottom right side.

4, Carefully insert the fuse/voltage back into the socket.
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Output Modes

Your power amplifier has 2 different output modes: Stereo and Bridge Modes

1. Stereo Mode - Normal operation, sends the signal from channel 1 input to the
channel 1 output, and the signal from channel 2 input to the channel 2 output.

2. Bridge Mode — Combines the power from Channel 1 & Channel 2 into one signal
mono channel. Doing this will double your output wattage of your amplifier. Make
sure your speaker connected to the bridge output of the amplifier is able to handle
the increased voltage and it is the correct impedance. During bridge mode only
channel 1 volume will operate.














