
  PW505/BT
         Personal PA System

Congratulations on the purchase of your PW505/BT PERSONAL PA SYSTEM.
Your PW505/BT Model draws on decades of amp design and manufacturing experience at Powerwerks. This model was built from 
the ground up to offer world-class tone, useful features and reliable performance. Inside this manual you’ll find valuable information 
about your product’s controls and specifications. Being familiar with its features will help you effectively use your system. We wish 

you many years of enjoyment with your Powerwerks PW505/BT.
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BLUETOOTH PAIRING INSTRUCTIONS:
To connect your Bluetooth device to the 
Powerwerks Bluetooth receiver for the first 
time, navigate to the Bluetooth settings menu 
on you Bluetooth enabled device.  Ensure that 
Bluetooth is enabled and your Powerwerks 
product is powered on.  Perform a scan for 
available devices.  Select and pair to the 
Powerwerks product in the list of available 
devices.  Enter 0000 for the passcode if 
prompted.  Once paired, a connection can be 
established.   Depending on the device, future 
connections may be established automatically 
when a previously paired Bluetooth device is in 
range of the Powerwerks Bluetooth receiver.

The Bluetooth receiver in Powerwerks 
Bluetooth products is an A2DP device and will 
work with other A2DP compatible Bluetooth 
devices including most smart phones.  
Additional hardware and/or driver software 
may be required for computers with integrated 
Bluetooth adaptors due to a lack of support for 
A2DP devices by some operating systems.

A2DP protocol only allows for one to one 
device connections.  Therefore, only one 
Bluetooth device can be connected to a 
Powerwerks Bluetooth product at one time.  
Similarly, a Bluetooth device can only be 
connected to one Powerwerks Bluetooth 
product at one time.  Plugging a 1/8” connector 
into the AUX jack disables the Powerwerks 
Bluetooth receiver.

PW505/BT



CONTROLS & FUNCTIONS OVERVIEW

INPUT SECTION:
This is where you may plug in microphones, instruments, keyboards, drum machines and other audio devices, adjust the 
volume, bass and treble.

1. MIC Inputs: These XLR inputs are designed for low-impedance microphones or equipment that has a mic-level advanced 
output (often called a Direct Out). Note: These inputs receive 15-volt phantom power. This is used to provide power to 
condenser microphones. Phantom power will not damage any dynamic or non-condenser microphone.

2. LINE Inputs: These ¼-inch inputs may be used to connect high-impedance microphones or keyboards, drum machines and 
other audio devices.

3. AUX IN: Use this stereo input to connect an external audio device such as an MP3, CD player or computer for playback 
Note: Right and Left channels are summed to mono on this input

4. Volume: Use these controls to adjust the volume level of each channel and the relative balance between them.

5. Low: Determines the emphasis of bass frequencies. Turning this knob clockwise creates a deeper, warmer tone. If you need 
a brighter sound, reduce the bass by turning counterclockwise.

6. High: Turned clockwise, this control accents treble frequencies to produce clearer, crisper sound. Turn counterclockwise to 
make the sound softer and less bright.

7. Bluetooth LED(Available with PW505BT model only): Indicates that a Bluetooth equipped device has successfully paired 
with the PW505BT.

8. Master Volume: Controls the overall volume of all channels and input on POWERLINK
Note: Does not affect POWERLINK Output level.

9. POWERLINK IN: This balanced XLR Jack accepts the POWERLINK output from another PW505/BT using a standard mic 
cable. Channels from both Powerwerks PW505/BT’s are summed together. Use the channel volume controls to get the mix of 
the channels (If a channel is not used turn the volume all the way down). MASTER volume controls the loudness of the mix 
through its PW505/BT. It does not affect volume of a linked PW505/BT.
Note: The shield connection (pin 1) on this jack is connected to chassis ground. It is not lifted.

10. POWERLINK OUT: This balanced XLR Jack accepts the POWERLINK input from another PW505/BT using a standard 
mic cable. Channels from both PW505BT’s are summed together. Use the channel volume controls to get the mix of the 6 
channels (If a channel is not used turn the volume all the way down). MASTER volume controls the loudness of the mix through 
its PW505/BT. It does not affect volume of linked PW505/BT. This jack may also be used to connect the PW505/BT to a power 
amp with a balanced line input.
Note: The shield connection (pin 1) on this jack does not connect to chassis ground. It is lifted.

11. Subwoofer Out: The PW505/BT subwoofer output jack sends a line level unbalanced low frequency signal crossed over 
at 150Hz to a powered subwoofer. It will also work with any powered subwoofer that accepts a line level input. A crossover that 
rolls off the frequencies below 150Hz through the PW505/BT’s speakers is activated when using this jack with a standard ¼” 
mono (tip/Sleeve) SHIELDED instrument cable. When Subwoofer jack is not used, this crossover is bypassed and PW505BT 
speakers are full range. Note: It is recommended to connect subwoofer using a standard ¼” mono (tip/sleeve) SHIELDED 
instrument cable bewcause the sleeve connection to ground activates crossover on speakers. When possible, plug AC cable on 
PW505/BT and SubWoofer into same outlet or power strip. This will prevent possible ground loop hum through the system.

12. Power Indicator Light: Indicates that the power switch is in the “ON” position.

13. AC Power Cord Receptacle: Insert the PW505/BT’s AC cord firmly into the AC receptacle. Be sure to use the cable 
provided with your PW505/BT. The power cord can be removed for storage or replacement if damaged. Note: Replace the  AC 
cord if its protective jacket is damaged or ground pin is damaged or removed.

14. Power: This switch activates AC power to the powered PA. 



Output Power 1% 50W
8 Ohm load

Channels 1 and 2

Channel 3

Mic XLR Balanced, Line level 1/4" Un-balanced 

-65dB Residual Noise, all level controls 0% (minimum)

-48dB Nominal System Noise, all level controls at 50%

+70dB Mic to Speaker Output (CH 1 & 2)

+56dB Line to Speaker Output (CH 1 & 2)

+42dB AUX IN to Speaker Output

Channel EQ (high, low)

Subwoofer Out Line Out 20Hz-150Hz. 

Phantom Power +15V Mic inputs (Ch 1 & 2) 

USA/Canada 120VAC/60Hz, 80W nominal

Europe

UK

230VAC/50Hz, 80W nominal

230VAC/50Hz, 80W nominal

Australia 240VAC/50Hz, 80W nominal

Japan 100VAC/50-60Hz, 80W nominal

Speakers Two 5" 25W 16 Ohm each

Horn 3.5" Prezo Driver

Power Capacity 50W RMS

60HZ-20kHz Full range (subwoofer jack not used)

150HZ-20kHz Crossover Active (1/4" mono plug in subwoofer jack)

Nominal Impedance 8 Ohms Not designed for external speakers

mm/kg 192 W x 478 H x 185 D / 7.2 kg

Inches/Pounds 7.6 W x 18.8 H x 7.3 D / 16 lb
Dimensions & Weight

Bluetooth Module Features
Bluetooth 3.0+EDR compliant.Typical +2dBm Class 2 output power.
Audio DAC:94dB SNR.A2DP profile support.

PW505/BT Powered PA Specifications

4kHz and above , 800Hz and below. 

Power Requirements

POWERLINK (IN and OUT) Both jacks accept a balanced input and sends a pre-master volume output mix of
channels. Recommended use: Linking two PW50BT units together. 

System Gain
(Measurements made at 1kHz)

Accepted Inputs

Hum & Noise

Frequency Response

1/8" Stereo Line Level



Powerwerks PW505BT SIGNAL FLOW DIAGRAM

1

G
A

IN

volum
e

MAIN BUS

LINKING BUS

M
IC

LIN
E

low
high

Phantom
 Pow

er 15V
2

G
A

IN

volum
e

M
IC

LIN
E

low
high

Phantom
 Pow

er 15V
3

volum
e

low
high

A
U

X

C
H

A
N

N
ELS

INO
U

T

PO
W

ER
LIN

K

M
A

STER

+ _ + _

+_

C
rossover

SPEA
K

ER
S

B
luetooth R

eceiver

A
ux Input D

isables B
luetooth

M
A

STER
C

onditioning

SU
B

 LP Filter

HPF SELECT

PO
W

ER
 AM

P

Inserting 1/4"
m

ono (tip/sleeve) 
SHIELDED 
instrum

ent cable 
into subwoofer out

j ack activates HPF.

SPEAK
ER

PO
W

ER
 AM

P
H

O
R

N

C
rossover

H
i Pass Filter (H

PF)

SU
B

W
O

O
FER

 O
UT

H
I

LO



Th
e 

P
ow

er
w

er
ks

 L
im

ite
d 

W
ar

ra
nt

y 
ap

pl
ie

s 
to

 th
e 

or
ig

in
al

 re
ta

il 
pu

rc
ha

se
r. 

Th
e 

or
ig

in
al

 p
ur

ch
as

e 
re

ce
ip

t i
s 

re
qu

ire
d 

fo
r a

ny
 w

ar
ra

nt
y 

cl
ai

m
s.

P
ow

er
w

er
ks

 w
ar

ra
nt

s 
th

is
 p

ro
du

ct
 to

 b
e 

fre
e 

of
 d

ef
ec

ts
 in

 m
at

er
ia

ls
 a

nd
 

w
or

km
an

sh
ip

 fo
r a

 p
er

io
d 

of
 th

re
e 

(3
) y

ea
rs

 fr
om

 th
e 

or
ig

in
al

 d
at

e 
of

 p
ur

ch
as

e.

Th
is

 w
ar

ra
nt

y 
is

 s
ub

je
ct

 to
 th

e 
fo

llo
w

in
g 

co
nd

iti
on

s 
an

d 
ex

cl
us

io
ns

:
D

ef
ec

ts
 c

au
se

d 
by

 w
ea

r a
nd

 te
ar

, m
is

us
e 

or
 n

eg
le

ct
 a

re
 n

ot
 c

ov
er

ed
 b

y 
th

is
w

ar
ra

nt
y.

Th
is

 w
ar

ra
nt

y 
is

 fo
r P

ow
er

w
er

ks
 p

ro
du

ct
s 

on
ly

. A
ny

 s
er

vi
ce

 c
la

im
s 

re
su

lti
ng

 fr
om

ot
he

r b
ra

nd
s 

us
ed

 in
 c

on
ju

nc
tio

n 
w

ith
 P

ow
er

w
er

ks
 p

ro
du

ct
s 

w
ill

 n
ot

 b
e 

al
lo

w
ed

 o
r

ho
no

re
d.

W
H

O
 IS

 C
O

VE
R

ED
?

LI
M

IT
ED

 P
R

O
D

U
C

T 
W

A
R

R
A

N
TY

W
H

AT
 IS

 C
O

VE
R

ED
?

W
H

AT
 IS

 N
O

T 
C

O
VE

R
ED

?

P
ow

er
w

er
ks

 w
ar

ra
nt

s 
lo

ud
sp

ea
ke

rs
 to

 b
e 

fre
e 

fro
m

 d
ef

ec
ts

 in
 m

at
er

ia
l a

nd
 

w
or

km
an

sh
ip

 fo
r a

 p
er

io
d 

of
 o

ne
 (1

) y
ea

r f
ro

m
 th

e 
da

te
 o

f o
rig

in
al

 p
ur

ch
as

e.
 

Th
is

 s
pe

ak
er

 w
ar

ra
nt

y 
is

 s
ub

je
ct

 to
 th

e 
fo

llo
w

in
g 

ex
cl

us
io

ns
 a

nd
 li

m
ita

tio
ns

:

Th
is

 W
ar

ra
nt

y 
ap

pl
ie

s 
on

ly
 to

 p
ro

du
ct

s 
pu

rc
ha

se
d 

in
 th

e 
U

ni
te

d 
S

ta
te

s 
by

 a
U

.S
. r

es
id

en
t. 

P
ro

du
ct

s 
pu

rc
ha

se
d 

by
 a

 c
on

su
m

er
 li

vi
ng

 o
ut

si
de

 th
e 

U
ni

te
d 

S
ta

te
s 

fro
m

 a
 U

.S
. P

ow
er

w
er

ks
 D

ea
le

r o
r a

 U
.S

.-b
as

ed
 w

eb
si

te
 a

re
 N

O
T 

co
ve

re
d 

un
de

r t
he

 te
rm

s 
of

 th
is

 li
m

ite
d 

w
ar

ra
nt

y.
 P

ro
du

ct
s 

pu
rc

ha
se

d 
ou

ts
id

e 
th

e
U

ni
te

d 
S

ta
te

s 
ar

e 
su

bj
ec

t t
o 

co
un

try
-s

pe
ci

fic
 w

ar
ra

nt
ie

s.
 C

on
ta

ct
 th

e 
P

ow
er

w
er

ks
In

te
rn

at
io

na
l D

is
tri

bu
to

r i
n 

yo
ur

 c
ou

nt
ry

 fo
r d

et
ai

ls
.

Th
is

 w
ar

ra
nt

y 
w

ill
 b

e 
vo

id
 if

:
A

.T
he

 u
ni

t h
as

 b
ee

n 
al

te
re

d 
or

 m
od

ifi
ed

.
B

.T
he

 s
er

ia
l n

um
be

r h
as

 b
ee

n 
re

m
ov

ed
 o

r d
ef

ac
ed

.
C

.T
he

 u
ni

t h
as

 b
ee

n 
op

er
at

ed
 im

pr
op

er
ly

.

P
ow

er
W
er

ks
c/

o 
H

an
se

r M
us

ic
 G

ro
up

C
in

ci
nn

at
i, 

O
hi

o 
45

24
6

(8
59

)
81

7-
 7

10
3

W
H

E
R

E
 D

O
 I 

G
O

?
A

ll 
w

ar
ra

nt
y 

se
rv

ic
e 

m
us

t b
e 

pe
rfo

rm
ed

 b
y 

P
ow

er
W

er
ks

 o
r b

y 
an

 A
ut

ho
riz

ed
 

P
ow

er
W

er
ks

 S
er

vi
ce

 C
en

te
r. 

A
ll 

co
m

po
ne

nt
 re

pl
ac

em
en

t c
os

ts
 w

ill
 b

e 
as

su
m

ed
by

 P
ow

er
w

er
ks

 w
ith

in
 th

is
 w

ar
ra

nt
y 

pe
rio

d.
 T

he
 la

bo
r c

os
ts

 w
ill

 b
e 

co
ve

re
d 

by
 

P
ow

er
w

er
ks

 a
cc

or
di

ng
 to

 th
e 

es
ta

bl
is

he
d 

cu
rr

en
t r

at
e 

sc
he

du
le

s.
 T

ra
ns

po
rta

tio
n

to
 a

nd
 fr

om
 th

e 
w

ar
ra

nt
y 

ce
nt

er
 is

 th
e 

so
le

 re
sp

on
si

bi
lit

y 
of

 th
e 

pu
rc

ha
se

r. 
P

ow
er

w
er

ks
 a

ss
um

es
 n

o 
lia

bi
lit

ie
s 

fo
r d

am
ag

es
 in

cu
rr

ed
 in

 tr
an

si
t t

o 
or

 fr
om

 th
e 

se
rv

ic
e 

ce
nt

er
.

W
H

AT
 D

O
 I 

D
O

?
If 

w
ar

ra
nt

y 
re

pa
irs

 b
ec

om
e 

ne
ce

ss
ar

y,
 th

e 
ow

ne
r i

s 
re

sp
on

si
bl

e 
fo

r d
el

iv
er

y 
of

 
th

e 
un

it 
to

 a
n 

A
ut

ho
riz

ed
 P

ow
er
W

er
ks

 S
er

vi
ce

 C
en

te
r. 

If 
re

tu
rn

 is
 to

 b
e 

m
ad

e 
to

 
P

ow
er
W

er
ks

, t
he

 c
us

to
m

er
 m

us
t f

irs
t o

bt
ai

n 
a 

R
et

ur
n 

A
ut

ho
riz

at
io

n 
fro

m
 P

ow
er

w
er

ks
’ 

S
er

vi
ce

 D
ep

ar
tm

en
t b

y 
te

le
ph

on
e 

or
 m

ai
l. 

A
fte

r r
ec

ei
pt

 o
f a

 R
et

ur
n 

A
ut

ho
riz

at
io

n,
 th

e 
ow

ne
r m

us
t s

hi
p 

th
e 

un
it 

w
ith

 a
 c

op
y 

of
 th

e 
or

ig
in

al
 s

al
es

 re
ce

ip
t a

nd
 a

 d
et

ai
le

d 
de

sc
rip

tio
n 

of
 th

e 
ne

ed
ed

 re
pa

irs
. P

le
as

e 
in

cl
ud

e 
yo

ur
 R

et
ur

n 
A

ut
ho

riz
at

io
n 

nu
m

be
r 

on
 a

ll 
co

rr
es

po
nd

en
ce

. R
ep

ai
re

d 
pr

od
uc

ts
 w

ill
 b

e 
re

tu
rn

ed
 fr

ei
gh

t c
ol

le
ct

. 
P

ow
er
W

er
ks

 w
ill

, a
t i

ts
 o

pt
io

n,
 re

pa
ir 

or
 re

pl
ac

e 
de

fe
ct

iv
e 

pa
rts

 o
r p

ro
du

ct
s.

LI
M

IT
AT

IO
N

 O
F 

W
A

R
R

A
N

TY
:

P
O

W
E

R
W

E
R

K
S

 S
H

A
LL

 N
O

T 
B

E
 L

IA
B

LE
 U

N
D

E
R

 A
N

Y
 C

IR
C

U
M

S
TA

N
C

E
S

 
FO

R
 C

O
N

S
E

Q
U

E
N

TI
A

L,
 S

P
E

C
IA

L 
O

R
 IN

C
ID

E
N

TA
L 

D
A

M
A

G
E

S
 R

E
S

U
LT

IN
G

 F
R

O
M

 
A

N
Y

 D
E

FE
C

T 
IN

 O
R

 F
A

IL
U

R
E

 O
F 

P
O

W
E

R
W

E
R

K
S

 P
R

O
D

U
C

TS
. P

O
W

E
R

W
E

R
K

S
’ 

LI
A

B
IL

IT
Y

 A
N

D
 Y

O
U

R
 R

E
M

E
D

Y
 F

O
R

 D
A

M
A

G
E

S
 A

G
A

IN
S

T 
P

O
W

E
R

W
E

R
K

S
 S

H
A

LL
 

N
O

T 
E

X
C

E
E

D
 T

H
E

 A
M

O
U

N
T 

O
F 

TH
E

 P
U

R
C

H
A

S
E

 P
R

IC
E

 O
F 

TH
IS

 P
O

W
E

R
W

E
R

K
S

 
P

R
O

D
U

C
T.

Th
is

 w
ar

ra
nt

y 
is

 e
ffe

ct
iv

e 
on

 th
e 

da
te

 o
f p

ur
ch

as
e.

1.
S

pe
ak

er
 m

us
t b

e 
in

sp
ec

te
d 

by
 P

ow
er

w
er

ks
 o

r a
n 

A
ut

ho
riz

ed
 S

er
vi

ce
 C

en
te

r
fo

r d
am

ag
e 

or
 m

is
us

e.
2.

S
pe

ak
er

s 
da

m
ag

ed
 d

ue
 to

 o
ve

rp
ow

er
in

g 
ar

e 
no

t c
ov

er
ed

 u
nd

er
 th

is
 w

ar
ra

nt
y.

3.
P

ow
er

w
er

ks
 re

se
rv

es
 th

e 
rig

ht
 to

 re
pa

ir 
or

 re
pl

ac
e 

th
e 

sp
ea

ke
r w

ith
 o

ne
 o

f
co

m
pa

ra
bl

e 
qu

al
ity

.



PW505/BT 
OWNER’S MANUAL 
www.powerwerks.com


	Blank Page
	Blank Page
	Blank Page



