
Product information RM 31 

Oil and grease cleaner EXTRA 
RM 31 ASF concentrate

Highly concentrated high-pressure basic detergent. Effec-
tively cleans stubborn dirt, e.g. oil, grease, soot and smoke 
resin at all temperatures. NTA free.
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Properties
■ Effective high-pressure cleaning agent
■ Removes effectively oil, fat, tar, soot and smoke resin
■ Cleaning active at all stages of temperature
■ Pleasant, fresh fragrance
■ Free of phosphates
■ Silicone free
■ Tensides biodegradable in accordance with EEC 648/2004
■ Rapidly separates oil/water in the oil separator (easy to separate=asf)
■ NTA free

Areas:

Agriculture:
Transport and transportation equip-
ment

Agriculture: Stable cleaning

Car dealership and garage: Car/engine wash

Car dealership and garage: Parts cleaning

Building Industry:
Transport and transportation equip-
ment

Industry: Surface degreasing

Application
■ High-pressure washers
■ Spray units

pH

13 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14
in concentrate acidic slightly acidic slightly alkaline alkaline

Part number

2.5 l 6.295-584.0

10 l 6.295-068.0

20 l 6.295-069.0

200 l 6.295-422.0

1000 l 6.295-072.0
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Application:
High-pressure washers

■ Apply primary mixture with fresh water.
■ Set the dosage and temperature on the device
■ Clean object.
■ Rinse with clear water.
■ In food-processing applications, rinse thoroughly with drinking water.

Spray attachment

■ Combine the product with the appropriate dosage and fresh water.
■ Wet object completely with product.
■ Allow to soak.
■ Reaction time 1-5 minutes, depending on the degree of soiling.
■ Rinse surface well with clear water.
■ In food-processing applications, rinse thoroughly with drinking water.

Directions for use:
■ Test on an inconspicuous part for material compatibility.
■ Do not apply to painted surfaces.
■ Do not let the cleaning solution dry out.
■ In the food sector, rinse thoroughly with drinking water.
■ Store away from frost.
■ From 140°C, do not dose less than 4%.

Further information:
■ Material Safety Data Sheet (MSDS)

Dosage and yield:
Content: Cleaning method: Primary mixture: Dosage: Contamination: Productivity:

1000 ml High-pressure washers 1+3 1.5-10 % heavy 180 m²

1000 ml Spray units 25 % medium-strong 180 m²

Please contact us for more information: Kärcher UK Ltd

Kärcher House
Brookhill Way
Banbury
Oxon OX16 3ED


