
MXPW500 Base Station (Radio Not Included)

MXPW115 Base Station (Radio Not Included)

MXPW01 Solar Panel

About LiFePO4 Batteries

midlandusa.com

GMRS two-way radios

MXPW

• Volt Meter & Amp Meter
• Charge with Solar (MXPW01) or AC
• 3 Stage Solar – Up to 60 Watts
• 3 AMP USB Port
• Laser Engraved Faceplate 
• 3 Watt Dual Speakers
• Waterproof & Nearly Crushproof
• Headphone Jack
• 2 Sets of Power Poles
• Fan Switch & LiFePO4 Battery
• Antenna & All components fit within Ammo Can

• Volt Meter & Amp Meter
• Charge with Solar (MXPW01) or AC 
• 3 AMP USB Port
• Laser Engraved Faceplate 
• 3 Watt Speaker – Forward Facing
• Waterproof & Nearly Crushproof
• Headphone Jack
• 2 Sets of Power Poles
• LiFePO4 Battery

- Charge efficiency: reaches full charge in 2 hours or less 
- Self-discharge rate when not in use: only 2% per month (compared to 30% for lead acid batteries)
- Runtime is higher than lead acid batteries/other lithium batteries  
- Consistent power: same amperage even when below 50% battery life
- Small & lightweight, no maintenance needed - stable chemistry and environmentally safe

• 40 Watt Foldable Solar Panel
• USB Output: 5V - 2.1A
• DC Output: 18V - 2.2A
• Max Current (A): 8A and 2.22A
• Waterproof Cloth: 600D

WARNING: Cancer and Reproductive Harm –
www.P65Warnings.ca.gov

1 Year Warranty
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