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ENIGMA LEGNO

ENIGMA LEGNO Noce 8x48 Cerato
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ENIGMA LEGNO

ENIGMA LEGNO Nero 4x12 Laccto
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ENIGMA LEGNO

ENIGMA LEGNO Noce 8x48 Taligo Sega Cerato
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ENIGMA LEGNO

ENIGMA LEGNO Rovere 8x78 Cerato
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ENIGMA LEGNO
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ENIGMA LEGNO

COLORS 

Nero

Bianco

Rovere

Noce
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ENIGMA LEGNO

BIANCO (Laccato Finish)

4x12 BIANCO (Laccato Finish) *

*Stocked Sizes

BIANCO

NERO

4x12 NERO (Laccato Finish) *

NERO (Laccato Finish)
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ENIGMA LEGNO

4x12 NOCE (Cerato Finish)

NOCE (Cerato Finish) * NOCE (Technica (R11/Outdoor Finish)

NOCE (Taglio Sega Cerato Finish) * NOCE (Taglio Sega Technica (R11/Outdoor Finish)

*Stocked Sizes

NOCE

ROVERE (Cerato Finish) *

4x12 ROVERE (Cerato Finish)

ROVERE (Taglio Sega Cerato Finish) *

ROVERE (Technica (R11/Outdoor Finish)

ROVERE (Taglio Sega Technica (R11/Outdoor Finish)

ROVERE 
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ENIGMA LEGNO

CONTACT INFORMATION:
www.architessa.com

1.800.287.1742

For general sales inquiries:   sales@architessa.com

For commercial & hospitality sample requests:  samples@architessa.com

Headquarters:   1803 Research Blvd. Suite 402 Rockville, MD 20850

TYPE: COLOR BODY PORCELAIN 
ORIGIN: ITALY
EDGE: RECTIFIED
THICKNESS: 9.5MM
LOOK: WOOD
SHADE VARIATION: 3 - MODERATE VARIATION
SURFACE ABRASION: N/A
TRAFFIC RATING: HEAVY COMMERCIAL

DCOF: ≥0.42
BREAKING STRENGTH: 400LBS
WATER ABSORPTION: <0.5%
STAIN RESISTANCE: YES
FROST RESISTANCE: YES
ENVIRONMENT: 12% PRE-CONSUMER RECYLED 
CONTENT, EPD

ENIGMA LEGNO offers different types of wood, all of sophisticated design. Intense and substantial varnished 
saw cut wood created in two decisive and opposing colors: Total white and Total Black, ideal for all lovers of 
block colors and tactile surfaces. Added to these are the walnut and oak wooden planks with waxed finish, 
offered with smooth and saw-cut surfaces. Two proposals that create elegance and refinement in any room.

ENIGMA LEGNO may be installed using standard porcelain installation methods and materials, as 
recommended by the Tile Council of North America (TCNA). An Architessa sales representative will advise 
you on general installation questions. 

DESCRIPTION

TECHNICAL INFORMATION

INSTALLATION &  MAINTENANCE

Lead times for specialty & non-stocked items vary depending on product ordered, quantity, and destination. 
Please contact Architessa to determine the lead time to order samples and material.

AVAILABLE SIZES

V07.22

FIELD TILE TRIM

8x48 4x12 2x48
BN

Bianco L L* L

Nero L L* L

Noce T*, Ce*, R11 T Ce

Rovere T*, Ce*, R11 T Ce

T=Taglio Sega Cerato finish, Ce=Cerato finish, L=Laccato finish, R11=Outdoor Finish, 
*Stocked sizes (These textures all have a natural finish)
Italicized items are special order from Italy with extended lead times. Please consult an ACI 
sales rep for sample & product availability.
Additional trim available. Please contact your sales representative


