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Lead times for specialty & non-stocked items varies depending on product ordered, quantity, and destination. 
Please contact Architessa to determine the lead time to order samples and material.

AVAILABLE SIZES

TYPE: CERAMIC
ORIGIN: BRAZIL
EDGE: RECTIFIED
THICKNESS: 10MM
LOOK: PATTERN
SHADE VARIATION: V1 - UNIFORM
SURFACE ABRASION: N/A
TRAFFIC RATING: NOT RECOMMENDED FOR FLOORS

DCOF: N/A
BREAKING STRENGTH: ≥125 LBS
WATER ABSORPTION: ≤20%
STAIN RESISTANCE: CLASS A
FROST RESISTANCE: NO
ENVIRONMENT: N/A

LENNOX is a rectifi ed ceramic wall tile with a special decorative glazed pattern, o� ering a simple yet unique 
design for any interior space.

LENNOX has a special decorative fi nish with precious metals and distinctive glazing and must only be 
cleaned with a cloth soaked in water and natural detergent. Acidic cleaners and abrasive sponges may not 
be used as they can damage the glaze. The manufacturer recommends this product be Installed with a 1/16” 
grout joint. An Architessa sales representative will advise you on general installation questions.
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DESCRIPTION

TECHNICAL INFORMATION

INSTALLATION &  MAINTENANCE
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CONTACT INFORMATION:
www.architessa.com

1.800.287.1742

For general sales inquiries:   sales@architessa.com

For commercial & hospitality sample requests:  samples@architessa.com

Headquarters:   1803 Research Blvd. Suite 402 Rockville, MD 20850 V11.22


