
MXR10 KEY FEATURES
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repeater antenna

MXR10

• 10W High Power/5W Low Power (less duplexer insertion loss)

• 16 Channel Capability

• Channels Pre-configured for 8 Wide Band and 8 Narrow Band GMRS Repeater Pairs

• Independent Receive and Transmit Privacy Tone Selection through PC Software

• Wide/Narrow Band Selection through PC Software

• High/Low Transmit Power Selection through PC Software

• Noise Squelch Level Adjustment through PC Software

• Repeater Delay (Hang) Time Adjustment through PC Software

• Keypad Lock Function

• Compatible with Midland Repeater Capable GMRS mobiles and portables

• GMRS License Required

• Antenna & Cabling NOT INCLUDED

• 1 Year Warranty 



UPC Code 0-46014-50219-2

1.5” x 5” x 4.8”

13.6” x 10.7” x 6.7”

15.3” x 18.5” x 21.7”

5.3 lbs

7.7 lb

38.5 lbs

5

Product Size (H x W x D)

Product Weight (lbs) 

Gift Box Size (H x W x D)

Gift Box Weight (lbs)

Master Carton Weight (lbs)

Master Carton Size (H x W x D)

Master Carton Quantity
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Specs

Package includes

bundle includes

Reliable Communication
For EveryAdventure

• MXR10 Repeater

• AC Adapter

• DC Adapter

• Programming Cable

• Owner’s Manual 

• Quick Start Guide

• MXR10 Repeater

• AC Adapter

• DC Adapter

• Programming Cable

• Owner’s Manual 

• Quick Start Guide

• 10 dB Antenna

• 50 ft Cable

• Antenna Mount
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Weather and other hazard information brought to you by the National Oceanic and Atmospheric Administration
and Environment Canada.

Features and specifications are subject to change without notice.
For more information about our products and accessories, visit our website at midlandusa.com

*Maximum range can only be achieved over water or open rural areas under optimum conditions.

MXR10

NOAA’s National Weather Service

All Hazards

TM

WARNING: Cancer and Reproductive Harm –
www.P65Warnings.ca.gov

MAX

IDEAL

OBSTRUCTED

No sight Obstruction

Partial Obstruction to Line of Sight

Major Obstruction to Line of Sight

*These are estimated distances based on field use and advertised ranges. Actual distance may vary.

50 Miles

10-15 Miles

10-15 Miles


