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B U T T E R F L Y  V A L V E S

N2001x8
Wafer Style

N2002x8
Lug Style

NYLON DISC 
BUTTERFLY 
VALVES
N200238/N200138
N200248/N200148
N150238/N150248 

APPLICATIONS

n Potable Water

n Waste Water

n HVAC

n Water, Cement, Seawater,  
Fats, and Oils

n Nylon Coating is Resistant to 
Fungus Growth and Mold

Butterfly valves provide bi-directional dead-end service 
in commercial and industrial service. 

NIBCO ® Nylon Disc Butterfly Valves are for use in 
water, waste water, seawater, and HVAC applications. 
Nylon Coating is resistant to oils, saline solutions, 
detergents, organic solvents, and other non-flammable 
liquids and gases.

MATERIALS & CONSTRUCTION

n Heat Bonded Nylon Coated 
Ductile Iron Disc

n SS Disc Pin Anchors Disc with  
416 SS Shaft

n EPDM (or Buna-N) Cartridge  
Seat Liner

n Bubble Tight Shutoff at Full Rated 
Pressure

n Flange Gaskets Not Required

DESIGN CRITERIA

n Lug or Wafer Body

– 2” to 12” 200 PSI

n Lug Body

– 14” to 24” 150 PSI

n Bi-directional Flow
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200 PSI Butterfly Valves 
Cast Iron Body • Extended Neck • Cartridge Seat Liner* • Lug Style
Sizes 2" through 12"
Install between Std. ASME Class 125/150 flanges†. 
Bi-directional dead end service rating without a downstream flange 
required:  2"-6" 200 PSI, 8" 150 PSI, 10"-12" 100 PSI.

 1. Body Cast Iron, Epoxy coated ASTM A126 CL.B
 2. Body Bushing Bronze ASTM B584 Grade C83600
 3. Liner EPDM Rubber w/Phenolic Backing 
   Buna-N Rubber Nitrile w/Phenolic Backing
 4. Stem Stainless Steel ASTM A582 Type 416
 5. Disc Ductile Iron ASTM A536 Grade 65-45-12  
   (nylon bonded)
 6. Taper Pin Stainless Steel  ASTM A582 Type 416 
  (2 pin 6" - 12")
 7. Name Plate Aluminum
 8. Shaft Bushing Bronze ASTM B584 Grade C83600
 9. Stem Seal Buna-N Rubber Nitrile 

MATERIAL LIST
  PART  SPECIFICATION

N200238
Lug Style

EPDM Liner 
Nylon Bonded DI Disc

N200138
Wafer Style
EPDM Liner 

Nylon Bonded DI Disc

N200248
Lug Style

Buna-N Liner 
Nylon Bonded DI Disc

N200148
Wafer Style
Buna-N Liner 

Nylon Bonded DI Disc

 
     K        Lug
  Size  J B.C. L M R  Q T  Weight
 In.   mm. Dia. Dia. Dia. Dia. Dia P Dia. Flats  Lbs.  Kg.

 2  50 3.00 1.97 0.28 0.75 4.75 4 5/8-11UNC .350 8.6  3.9

 2 1/2 65 3.03 1.97 0.28 0.75 5.50 4 5/8-11UNC .350 10.8  4.9

 3  80 3.03 1.97 0.28 0.75 6.00 4 5/8-11UNC .350 11.4  5.2

 4  100 3.62 2.76 0.39 0.75 7.50 8 5/8-11UNC .437 18.9  8.6

 5  125 3.62 2.76 0.39 0.88 8.50 8 3/4-10UNC .500 22.8  10.4

 6  150 3.62 2.76 0.39 0.88 9.50 8 3/4-10UNC .500 27.1  12.3

 8  200 4.50 4.02 0.47 0.88 11.75 8 3/4-10UNC .625 41.2  18.7

 10  250 4.50 4.02 0.47 1.00 14.25 12 7/8-9UNC .812 56.3  25.9

 12  300 5.50 4.02 0.47 1.00 17.00 12 7/8-9UNC .875 90.3  41.0

DIMENSIONS — WEIGHTS
  Size  A Min. B C   G H I
 In.  mm. Dia. Pipe I.D. Dia. Dia. D E F Body Seat Dia.

 2  50 2.08 1.38 3.00 3.94 6.34 1.26 10.75 1.655 1.81 0.496

 2 1/2 65 2.54 1.95 3.50 4.72 6.89 1.26 11.65 1.759 1.93 0.496

 3  80 3.10 2.66 4.09 5.00 7.13 1.26 12.12 1.780 1.93 0.496

 4  100 4.10 3.67 5.32 6.14 7.87 1.26 13.62 2.050 2.18 0.621

 5  125 4.85 4.48 6.26 7.48 8.39 1.26 14.65 2.140 2.31 0.745

 6  150 6.12 5.84 7.42 8.35 8.90 1.26 15.62 2.195 2.33 0.745

 8  200 7.97 7.85 9.38 10.55 10.24 1.77 18.88 2.385 2.52 0.870

 10  250 9.86 9.76 11.51 12.79 11.50 1.77 21.26 2.584 2.83 1.120

 12  300 11.87 11.72 13.55 15.87 13.27 1.77 24.57 3.029 3.19 1.244

THIRD PARTY CERTIFIED BY QAI TO MEET MSS SP-67 STANDARD

NOT RECOMMENDED 
FOR STEAM SERVICE

*Note: refer to NIBCO O & M manual for specified installation instructions for optimal 
performance of cartridge seat valves

†Note: lug style valves- extra care should be used when installing with raised face flanges. 
Over-tightening can result in broken lugs.
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150 PSI Butterfly Valves 
Cast Iron Body • Extended Neck • Cartridge Seat Liner* • Lug Style
Sizes 14" through 24"
Install between Std. ASME Class 125/150 flanges†. 
Bi-directional dead end service rating without a downstream flange 
required:  2"-6" 200 PSI, 8" 150 PSI, 10"-12" 100 PSI.

 1. Body Cast Iron, Epoxy coated ASTM A126 CL.B
 2. Body Bushing Bronze ASTM B584 Grade C83600
 3. Liner EPDM Rubber w/Phenolic Backing 
   Buna-N Rubber Nitrile w/Phenolic Backing
 4. Stem Stainless Steel ASTM A582 Type 416
 5. Disc Ductile Iron ASTM A536 Grade 65-45-12  
   (nylon bonded DI)
 6. Taper Pin Stainless Steel  ASTM A582 Type 416 
  (2 pin 6" - 12")
 7. Name Plate Aluminum
 8. Shaft Bushing Bronze ASTM B584 Grade C83600
 9. Stem Seal Buna-N Rubber Nitrile 

MATERIAL LIST
  PART  SPECIFICATION

N150238
Lug Style

EPDM Liner 
Nylon Bonded DI Disc

N150248
Lug Style

Buna-N Liner 
Nylon Bonded DI Disc

THIRD PARTY CERTIFIED BY QAI TO MEET MSS SP-67 STANDARD

NOT RECOMMENDED 
FOR STEAM SERVICE

*Note: refer to NIBCO O & M manual for specified installation instructions for optimal performance of 
cartridge seat valves

†Note: lug style valves- extra care should be used when installing with raised face flanges. Over-tightening 
can result in broken lugs.

P347-1

DIMENSIONS — WEIGHTS
Size A Minimum.

Pipe I.D.

B C

D E F

G H I

In. mm Dia. Dia. Dia. Body Seat Dia.

14” 350 13.12 13.02 14.77 17.20 14.49 1.77 26.77 3.00 3.13 1.244

16” 400 15.34 15.20 17.30 19.21 15.75 2.02 29.93 3.37 3.54 1.305

18” 450 17.34 17.09 19.31 21.22 16.61 2.02 31.54 4.12 4.29 1.494

20” 500 19.36 18.90 21.08 23.31 18.90 2.53 35.64 5.13 5.31 1.619

24” 600 23.33 23.05 25.71 32.09 22.13 2.76 42.96 5.96 6.14 1.993

DIMENSIONS — WEIGHTS
Size J K L M P Q R T WEIGHT

In. mm Dia. Dia. Dia. Drive Key Dia. Dia. In. Lbs. Kg

14” 350 5.51 4.25 0.55 .250 x 1.125 WOODRUFF #809 12 1”-8 UNC 18.75 17.52 141 64

16” 400 7.76 6.25 0.83 .312 X.312 X 1.811 LONG 16 1”-8 UNC 21.25 20.08 199 90

18” 450 7.76 6.25 0.83 .375 X .375 X 1.881 LONG 16 1-1/8”-7 UNC 22.75 21.26 261 119

20” 500 7.76 6.25 0.83 .375 x .375 x 1.811 LONG 20 1-1/8”-7 UNC 25.00 24.02 395 179

24” 600 10.87 8.50 0.94 .500 x .500 x 2.362 LONG 20 1-1/4”-7 UNC 29.50 27.87 591 268
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INDUSTRIAL PLASTICS
Thermoplastic pipe, valves, and fittings in PVC, Corzan® CPVC, polypropylene 
and PVDF Kynar® • Pneumatic and electric actuation systems • BlazeMaster® 

CPVC fire protection fittings 

BlazeMaster® and Corzan® are registered trademarks of the Lubrizol Corporation • 
Kynar® is a registered trademark of Arkema Inc.

F I T T I N G S
Wrot and cast copper pressure and drainage fittings • Cast copper alloy flanges • 
Wrot and cast press fittings • ABS and PVC DWV fittings • Schedule 40 PVC 
pressure fittings • CPVC CTS  fittings • CPVC CTS-to-metal transition fittings • 
Schedule 80 PVC and CPVC systems • CPVC BlazeMaster® fire protection 
fittings • Lead-Free* fittings

BlazeMaster® is a registered trademark of The Lubrizol Corporation.

*Weighted average lead content ≤0.25%

VALVES 
Pressure-rated bronze, iron and alloy-iron gate, globe and check valves • Pressure-
rated bronze ball valves • Boiler specialty valves • Commercial and industrial butterfly 
valves • Lined butterfly valves • Circuit balancing valves • Carbon and stainless 
steel ball valves • ANSI flanged steel ball valves • Lined ball valves • Pneumatic and 
electric actuators and controls • Grooved ball and butterfly valves • High performance 
butterfly valves • UL/FM fire protection valves • MSS specification valves • Bronze 
specialty valves • Low pressure gate, globe, check and ball valves • Frostproof 
sillcocks • Quarter-turn supply stops • Quarter-turn low pressure valves • PVC and 
CPVC plumbing and industrial ball valves • Bronze & Iron Y-strainers • Sample 
valves • Sanitary valves • Lead-Free* valves • Coil-Connect® Kits
*Weighted average lead content ≤0.25%

eNIBCO
EDI—Electronic Data Interchange • VMI—Vendor Managed Inventory • 
NIBCO.com • NIBCOpartner.com

FLEXIBLE PIPING SYSTEMS
PE-RT and PEX tubing for potable and radiant applications • Insulated tubing • 
Risers • Ice maker tubing • Silicon Performance Bronze® fittings • Poly alloy 
fittings • Home Run Manifold® • Radiant heat manifolds • Ball valves and 
supply stops • Connections, tools and accessories • Radiant heat controls and 
panels


