
performance data –  odp

hp

rated 
speed 
(rpm) frame

full load 
torque 
(ft.lb)

full load 
current (a)

460v
weight 
(lbs)

efficiency % of full load power factor  % of full load
50 75 100 50 75 100

1
1730 143 2.99 1.45 82.5 85.5 85.5 54 68 76 38

1145 145 4.52 1.63 78.5 81.5 82.5 48 61 70 38

1.5

3430 143 2.27 1.9 82.5 85.5 85.5 70 80 87 38

1740 145 4.47 2.2 82.5 85.5 86.5 52 66 75 44

1160 182 6.7 2.31 84.0 86.5 86.5 49 62 69 44

2

3430 145 3.02 2.5 84.0 85.5 86.5 70 81 87 41

1730 145 5.99 2.9 82.5 85.5 86.5 58 70 78 44

1165 184 8.89 3.03 84.0 86.5 87.5 50 63 71 60

3

3430 145 4.53 3.5 86.5 87.5 86.5 75 85 89 45

1760 182 8.83 4.06 85.5 88.5 89.5 54 68 76 58

1170 213 13.3 4.27 85.5 87.5 88.5 52 65 73 66

5

3490 182 7.42 6.17 87.5 88.5 88.5 68 80 85 61

1755 184 14.8 6.41 88.5 89.5 89.5 63 75 81 62

1170 215 22.1 6.92 87.5 88.5 89.5 57 69 75 96

7.5

3480 184 11.2 8.97 87.5 88.5 88.5 73 83 87 72

1760 213 22.1 9.03 89.0 90.2 91.0 68 79 84 77

1175 254 33.1 9.69 87.5 89.5 90.2 59 72 79 232

10

3520 213 14.7 11.9 89.5 90.2 90.2 73 83 88 129

1765 215 29.4 12.2 90.0 91.0 91.7 64 76 84 124

1175 256 44.1 13 89.5 91.0 91.7 58 72 79 251

15

3515 215 22.1 17.4 90.2 91.0 91.0 73 82 87 130

1775 254 43.8 18.6 91.7 92.4 93.0 60 72 80 242

1180 284 65.9 17.7 89.5 91.0 91.7 72 81 85 364

20

3520 254 29.4 24.6 89.5 90.2 91.0 71 80 84 203

1775 256 58.4 25 91.7 93.0 93.0 60 72 81 121

1180 286 87.8 24 90.2 91.7 92.4 70 80 85 397

25

3530 256 36.7 29.8 91.0 91.7 91.7 73 82 85 242

1770 284 73.2 29.9 92.4 93.0 93.6 67 78 83 362

1180 324 110 30.4 91.7 92.4 93.0 67 77 82 463

30

3530 284 44 35.2 91.0 92.4 92.4 71 81 85 298

1775 286 87.6 35.4 93.0 94.1 94.1 67 78 83 419

1180 326 132 36 91.7 93.0 93.6 65 77 82 573

40

3535 286 58.6 47.1 91.7 93.0 93.0 74 83 86 357

1775 324 117 48.2 93.6 94.1 94.1 68 78 83 545

1185 364 175 48.2 93.0 93.6 94.1 66 77 83 739
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performance data –  tefc

hp

rated 
speed 
(rpm) frame

full load 
torque 
(ft.lb)

full load 
current 
(a)

460v
weight 
(lbs)

efficiency % of full load power factor  % of full load
50 75 100 50 75 100

50
3555 324 72.9 59.1 92.4 93.6 93.6 74 82 84 532

1775 326 146 61.4 92.5 94.1 94.5 64 75 80 565

60
1780 364 175 69.9 93.6 94.5 95.0 70 80 85 825

1185 404 262 71.2 93.6 94.1 94.5 68 79 84 915

75

3550 364 109 81.5 93.6 94.1 94.1 83 88 90 526

1780 365 218 85.5 93.6 94.5 95.0 70 80 85 825

1180 405 329 85.9 94.1 94.5 94.5 72 81 85 1080

100

3550 365 146 111 94.1 94.5 94.5 84 89 90 587

1780 404 291 115 94.1 95.0 95.4 70 80 86 1052

1190 444 435 125 94.5 95.0 95.0 62 74 79 1486

125

3550 404 182 136 94.1 94.5 94.5 86 89 90 986

1780 405 364 142 94.5 95.4 95.4 73 83 86 1144

1185 445 547 158 94.5 95.0 95.0 60 72 78 1740

150

3555 405 219 162 94.5 94.5 94.5 86 89 90 1246

1785 444 435 166 95.0 95.4 95.8 76 84 87 1484

1185 447 656 183 94.5 95.0 95.4 62 73 79 2007

200

3575 444 290 223 93.6 94.5 95.0 81 87 89 1537

1780 445 582 223 95.0 95.4 95.8 78 85 88 1740

1185 449 874 241 95.0 95.4 95.4 69 78 82 2205

250
1780 445 728 275 95.0 95.4 95.8 78 86 88 2029

1185 449 1093 300 95.4 95.8 95.4 67 77 81 2426

hp

rated 
speed 
(rpm) frame

full load 
torque 
(ft.lb)

full load 
current 
(a)

460v
weight 
(lbs)

efficiency % of full load power factor  % of full load
50 75 100 50 75 100

1

3500 143 1.6 0.0 0.0 0.0 0 0 0 41

1740 143 3.02 1.5 85.5 85.0 83.6 76 71 58 47

1140 145 4.6 1.7 82.5 82.0 80.2 69 60 47 52

1.5

3500 145 2.2 2 84.0 83.6 82.1 85 78 66 46

1740 145 4.54 2.2 86.5 86.3 85.0 76 71 58 55

1165 182 6.8 2.3 87.5 87.0 85.2 71 64 55 95

2

3500 145 3 2.42 85.5 85.1 83.6 90 72 61 52

1740 145 6.05 2.8 86.5 86.7 86.4 80 75 63 56

1165 184 9.1 2.9 88.5 88.0 86.4 74 69 56 103

3

3510 182 4.49 3.7 86.5 86.6 86.1 89 87 78 90

1745 182 9 4 89.5 89.1 87.6 82 77 65 97

1170 213 13.47 4.2 89.5 89.2 87.7 75 67 54 136

5

3515 184 7.46 5.8 88.5 88.6 88.2 92 93 86 110

1745 184 15 6.3 89.5 89.8 89.0 85 82 70 112

1170 215 22.5 6.7 89.5 89.8 88.9 79 74 62 162

7.5

3525 213 11.19 8.8 89.5 89.7 89.2 91 92 88 145

1750 213 22.51 9 91.7 91.7 91.1 85 84 75 150

1175 254 33.65 9.8 91.0 91.2 90.5 79 65 54 272

10

3525 215 14.9 11.2 90.2 90.2 90.0 93 94 89 167

1750 215 30.02 12 91.7 91.8 91.5 86 87 80 167

1170 256 44.9 13.2 91.0 91.0 90.4 79 74 61 293
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hp

rated 
speed 
(rpm) frame

full load 
torque 
(ft.lb)

full load 
current 
(a)

460v
weight 
(lbs)

efficiency % of full load power factor  % of full load
50 75 100 50 75 100

15

3515 254 22.4 17.2 91.0 91.1 91.0 91 91 84 286

1750 254 44.8 18 92.4 92.2 92.0 86 85 75 297

1175 284 67.07 18.5 91.7 91.7 91.4 84 81 72 363

20

3530 256 29.76 22.5 91.0 90.5 90.4 89 89 86 315

1750 256 59.8 24 93.0 93.2 93.0 85 86 78 315

1175 286 89.42 24.5 91.7 91.7 91.5 85 86 78 394

25

3530 284 37.2 28 91.7 91.7 91.1 92 91 86 385

1760 284 74.3 28.5 93.6 93.0 92.6 90 87 77 392

1175 324 111.3 29.5 93.0 93.0 92.4 86 84 75 508

30

3530 286 44.5 33.7 91.7 91.7 91.4 92 92 88 409

1760 286 89.1 34 93.6 93.2 92.7 90 88 80 418

1180 326 133.56 35.5 93.0 93.0 92.5 85 83 75 537

40

3540 324 59.2 44.5 92.4 92.0 92.0 92 88 82 510

1760 324 118.8 45 94.1 93.3 92.3 89 86 80 519

1180 364 178.08 46.5 94.1 94.1 93.6 86 83 76 697

50

3545 326 73.9 55 93.0 92.1 91.4 92 90 84 548

1765 326 148.4 56 94.5 93.6 93.0 90 87 80 594

1180 365 222.6 58 94.1 94.2 93.8 87 86 79 752

60

3560 364 88.55 66 93.6 93.0 92.4 92 93 91 704

1780 364 177.55 67 95.0 94.8 94.2 90 88 82 766

1180 404 69 0.0 0.0 0.0 0 0 0 1000

75

3560 365 110.69 82.5 93.6 93.0 92.5 92 93 92 766

1780 365 221.95 83 95.4 94.9 94.5 90 91 85 783

1180 405 335 85 94.5 93.5 93.0 88 85 78 1120

100

3560 405 147.2 109 94.1 94.0 93.6 92 93 91 1040

1780 405 295.17 110 95.4 95.1 94.7 90 91 84 1058

1185 444 442.5 113 95.0 94.2 93.5 88 85 78 1320

125

3565 444 183.75 135 95.0 94.4 93.8 92 93 91 1247

1780 444 368.93 137 95.4 94.4 94.0 91 93 90 1342

1185 445 553.5 140 95.0 94.5 93.8 89 85 78 1400

150

3570 445 220.42 162 95.0 94.5 93.8 92 93 91 1408

1780 445 442.74 164 95.8 95.3 94.6 91 92 90 1672

1185 447 664.5 165 95.8 95.1 94.5 89 85 78 1800

200

3570 447 293.9 213 95.4 94.8 94.3 93 94 93 1584

1780 447 590.25 216 96.2 95.8 95.3 91 92 90 1782

1185 449 885 220 95.8 95.1 94.5 89 85 79 2100

250 1780 449 737.8 270 96.2 96.0 95.3 91 91 90 2150
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frame 2e 2f ab h ba aa 
(npt) a b c d g o p s r u n-w es

143T 5.50 4.00 - 0.34 2.25 0.50 6.54 6.50 12.05 3.50 0.12 6.77 6.54 0.19 0.77 0.88 2.25 1.42

145T 5.50 5.00 - 0.34 2.25 0.50 6.54 6.50 12.84 3.50 0.12 6.77 6.54 0.19 0.77 0.88 2.25 1.42

182T 7.50 4.50 6.58 0.41 2.75 0.75 8.66 6.30 13.50 4.50 0.19 8.31 7.64 0.25 0.98 1.13 2.75 1.97

184T 7.50 5.50 6.58 0.41 2.75 0.75 8.66 6.30 14.29 4.50 0.19 8.31 7.64 0.25 0.98 1.13 2.75 1.97

213T 8.50 5.50 7.80 0.41 3.49 0.75 9.45 7.95 17.17 5.25 0.19 9.84 8.78 0.31 1.20 1.38 3.38 2.48

215T 8.50 7.00 7.80 0.41 3.49 0.75 9.45 7.95 17.17 5.25 0.19 9.84 8.78 0.31 1.20 1.38 3.38 2.48

254T 10.00 8.25 10.08 0.53 4.25 1.50 12.13 10.10 20.67 6.25 0.79 12.20 11.81 0.38 1.41 1.63 4.00 2.76

256T 10.00 10.00 10.08 0.53 4.25 1.50 12.13 11.73 22.40 6.25 0.79 12.20 11.81 0.38 1.41 1.63 4.00 2.76

284T 11.00 9.50 10.89 0.53 4.75 1.50 13.78 11.57 23.39 7.00 1.10 13.86 13.70 0.50 1.59 1.88 4.62 3.15

286T 11.00 11.00 10.89 0.53 4.75 1.50 13.78 13.07 24.88 7.00 1.10 13.86 13.70 0.50 1.59 1.88 4.62 3.15

284TS 11.00 9.50 10.89 0.53 4.75 1.50 13.78 11.57 22.00 7.00 1.10 13.86 13.70 0.38 1.41 1.63 3.25 2.48

286TS 11.00 11.00 10.89 0.53 4.75 1.50 13.78 13.07 23.50 7.00 1.10 13.86 13.70 0.38 1.41 1.63 3.25 2.48

324T 12.50 10.50 11.50 0.66 5.25 2.00 15.16 13.07 26.18 8.00 1.30 15.55 15.12 0.50 1.84 2.13 5.25 3.94

326T 12.50 12.00 11.50 0.66 5.25 2.00 15.16 14.57 27.67 8.00 1.30 15.55 15.12 0.50 1.84 2.13 5.25 3.94

324TS 12.50 10.50 11.50 0.66 5.25 2.00 15.16 13.07 24.69 8.00 1.30 15.55 15.12 0.50 1.59 1.88 3.75 2.76

326TS 12.50 12.00 11.50 0.66 5.25 2.00 15.16 14.57 26.18 8.00 1.30 15.55 15.12 0.50 1.59 1.88 3.75 2.76

364T 14.00 11.25 16.38 0.66 5.88 3.00 17.17 15.40 29.76 9.00 1.48 18.43 17.87 0.63 2.02 2.38 5.87 4.33

365T 14.00 12.25 16.38 0.66 5.88 3.00 17.17 15.40 29.76 9.00 1.48 18.43 17.87 0.63 2.02 2.38 5.87 4.33

364TS 14.00 11.25 16.38 0.66 5.88 3.00 17.17 15.40 27.64 9.00 1.48 18.43 17.87 0.50 1.59 1.88 3.75 1.97

365TS 14.00 12.25 16.38 0.66 5.88 3.00 17.17 15.40 27.64 9.00 1.48 18.43 17.87 0.50 1.59 1.88 3.75 1.97

404T 16.00 12.25 16.38 0.81 6.63 3.00 19.95 17.70 34.13 10.00 1.97 19.41 17.87 0.75 2.45 2.88 7.25 5.51

405T 16.00 13.75 16.38 0.81 6.63 3.00 19.95 17.70 34.13 10.00 1.97 19.41 17.87 0.75 2.45 2.88 7.25 5.51

404TS 16.00 12.25 16.38 0.81 6.63 3.00 19.95 17.70 31.14 10.00 1.97 19.41 17.87 0.50 1.84 2.13 4.25 2.76

405TS 16.00 13.75 16.38 0.81 6.63 3.00 19.95 17.70 31.14 10.00 1.97 19.41 17.87 0.50 1.84 2.13 4.25 2.76

444T 18.00 14.50 20.24 0.81 7.50 3.00 21.93 20.08 39.80 11.00 1.81 22.44 22.13 0.88 2.88 3.38 8.50 7.09

445T 18.00 16.50 20.24 0.81 7.50 3.00 21.93 20.08 39.80 11.00 1.81 22.44 22.13 0.88 2.88 3.38 8.50 7.09

444TS 18.00 14.50 20.24 0.81 7.50 3.00 21.93 20.08 36.06 11.00 1.81 22.44 22.13 0.63 2.02 2.38 4.75 3.00

445TS 18.00 16.50 20.24 0.81 7.50 3.00 21.93 20.08 36.06 11.00 1.81 22.44 22.13 0.63 2.02 2.38 4.75 3.00

447T 18.00 20.00 28.90 0.81 7.50 3.00 23.46 20.08 48.32 11.00 1.81 22.44 10.47 0.88 2.88 3.38 8.50 7.09

449T 18.00 25.00 28.90 0.81 7.50 3.00 23.46 20.08 48.32 11.00 1.81 22.44 10.47 0.88 2.88 3.38 8.50 7.09

447TS 18.00 25.00 28.90 0.81 7.50 3.00 23.46 20.08 44.57 11.00 1.81 22.44 10.47 0.63 2.02 2.38 4.75 3.00

449TS 18.00 25.00 28.90 0.81 7.50 3.00 23.46 20.08 44.57 11.00 1.81 22.44 10.47 0.63 2.02 2.38 4.75 3.00

dimension -  odp -  t  fr ames

motor specifications
Enclosure: odp
Efficiency: nema 12.12 premium  
 (except 56 frames)
Mounting: f1
Service Factor:  1.15
Paint: Armstrong red
Accessories: includes drip cover

*Dimensions shown are typical.  For certified drawings, please contact factory.
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frame 2e 2f ab h ba aa 
(npt) a b c d g o p r s es n-w u

143T 5.50 4.00 6.10 0.34 2.25 0.75 7.00 5.20 12.60 3.50 0.50 7.10 6.95 0.77 0.19 1.41 2.25 0.88

145T 5.50 5.00 6.10 0.34 2.25 0.75 7.00 6.20 13.60 3.50 0.50 7.10 6.95 0.77 0.19 1.41 2.25 0.88

182T 7.50 4.50 7.50 0.41 2.75 0.75 9.50 6.30 15.10 4.50 0.70 9.10 8.70 0.99 0.25 1.78 2.75 1.13

184T 7.50 5.50 7.50 0.41 2.75 0.75 9.50 7.30 16.10 4.50 0.70 9.10 8.70 0.99 0.25 1.78 2.75 1.13

213T 8.50 5.50 8.30 0.41 3.50 1.00 11.00 7.87 18.90 5.25 0.80 10.50 10.20 1.20 0.31 2.41 3.38 1.38

215T 8.50 7.00 8.30 0.41 3.50 1.00 11.00 9.37 20.40 5.25 0.80 10.50 10.20 1.20 0.31 2.41 3.38 1.38

254T 10.00 8.25 10.10 0.53 4.25 1.25 13.00 10.40 23.20 6.25 0.80 13.00 12.40 1.42 0.38 2.91 4.00 1.63

256T 10.00 10.00 10.10 0.53 4.25 1.25 13.00 12.20 25.00 6.25 0.80 13.00 12.40 1.42 0.38 2.91 4.00 1.63

284T 11.00 9.50 11.30 0.53 4.75 1.50 14.00 11.70 26.60 7.00 0.80 14.50 14.00 1.59 0.50 3.28 4.62 1.88

284TS 11.00 9.50 11.30 0.53 4.75 1.50 14.00 11.70 25.20 7.00 0.80 14.50 14.00 1.42 0.38 1.91 3.25 1.63

286T 11.00 11.00 11.30 0.53 4.75 1.50 14.00 13.20 28.10 7.00 0.80 14.50 14.00 1.59 0.50 3.28 4.62 1.88

286TS 11.00 11.00 11.30 0.53 4.75 1.50 14.00 13.20 26.70 7.00 0.80 14.50 14.00 1.42 0.38 1.91 3.25 1.63

324T 12.50 10.50 12.30 0.66 5.25 2.00 15.50 13.20 29.80 8.00 1.00 15.90 15.70 1.85 0.50 3.91 5.25 2.13

324TS 12.50 10.50 12.30 0.66 5.25 2.00 15.50 13.20 28.30 8.00 1.00 15.90 15.70 1.59 0.50 2.03 3.75 1.88

326T 12.50 12.00 12.30 0.66 5.25 2.00 15.50 14.70 31.30 8.00 1.00 15.90 15.70 1.85 0.50 3.91 5.25 2.13

326TS 12.50 12.00 12.30 0.66 5.25 2.00 15.50 14.70 29.80 8.00 1.00 15.90 15.70 1.59 0.50 2.03 3.75 1.88

364T 14.00 11.25 14.60 0.66 5.88 3.00 17.10 14.40 32.50 9.00 1.10 18.10 17.60 2.02 0.63 4.28 5.88 2.38

364TS 14.00 11.25 14.60 0.66 5.88 3.00 17.10 14.40 30.40 9.00 1.10 18.10 17.60 1.59 0.50 2.03 3.75 1.88

365T 14.00 12.25 14.60 0.66 5.88 3.00 17.10 15.40 33.50 9.00 1.10 18.10 17.60 2.02 0.63 4.28 5.88 2.38

365TS 14.00 12.25 14.60 0.66 5.88 3.00 17.10 15.40 31.40 9.00 1.10 18.10 17.60 1.59 0.50 2.03 3.75 1.88

404T 16.00 12.25 15.60 0.81 6.62 3.00 19.30 16.40 36.70 10.00 1.20 19.80 19.10 2.45 0.75 5.65 7.25 2.88

404TS 16.00 12.25 15.60 0.81 6.62 3.00 19.30 16.40 33.70 10.00 1.20 19.80 19.10 1.85 0.50 2.78 4.25 2.13

405T 16.00 13.75 15.60 0.81 6.62 3.00 19.30 17.90 38.20 10.00 1.20 19.80 19.10 2.45 0.75 5.65 7.25 2.88

405TS 16.00 13.75 15.60 0.81 6.62 3.00 19.30 17.90 35.20 10.00 1.20 19.80 19.10 1.85 0.50 2.78 4.25 2.13

444T 18.00 14.50 16.60 0.81 7.50 3.00 21.70 22.90 44.30 11.00 1.30 22.10 21.60 2.88 0.88 6.91 8.50 3.38

444TS 18.00 14.50 16.60 0.81 7.50 3.00 21.70 22.90 40.60 11.00 1.30 22.10 21.60 2.02 0.63 3.03 4.75 2.38

445T 18.00 16.50 16.60 0.81 7.00 3.00 21.70 22.90 44.30 11.00 1.30 22.10 21.60 2.88 0.88 6.91 8.50 3.38

445TS 18.00 16.50 16.60 0.81 7.50 3.00 21.70 22.90 40.60 11.00 1.30 22.10 21.60 2.02 0.63 3.03 4.75 2.38

447T 18.00 20.00 16.60 0.81 7.50 3.00 21.70 26.40 47.80 11.00 1.30 22.10 21.60 2.88 0.88 6.91 8.50 3.38

447TS 18.00 20.00 16.60 0.81 7.50 3.00 21.70 26.40 44.10 11.00 1.30 22.10 21.60 2.02 0.63 3.03 4.75 2.38

449T 18.00 25.00 16.60 0.81 7.50 3.00 21.70 31.40 52.80 11.00 1.30 22.10 21.60 2.88 0.88 6.91 8.50 3.38

449TS 18.00 25.00 16.60 0.81 7.50 3.00 21.70 31.40 49.10 11.00 1.30 22.10 21.60 2.02 0.63 3.03 4.75 2.38

dimension -  tefc  -  t  fr ames

motor specifications
Enclosure: tefc
Efficiency: nema 12.12 premium  
 (except 56 frames)
Mounting: f1
Service Factor:  1.15
Paint: Armstrong red
Accessories: n/a

*Dimensions shown are typical.  For certified drawings, please contact factory.
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frame ba aj ak bb bd bf tap bf 
no. c ah eq et u em  el s r es d1 

143JM 2.25 5.87 4.50 0.16 6.50 uncW" ×  16 4 14.84 4.26 0.63 2.88 0.87 1.00 1.16 0.19 0.77 1.65 uncW" -  16

145JM 2.25 5.87 4.50 0.16 6.50 uncW"  ×  16 4 14.84 4.26 0.63 2.88 0.87 1.00 1.16 0.19 0.77 1.65 uncW" -  16

182JM 2.75 5.87 4.50 0.25 6.54 uncW"  ×  16 4 14.53 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

184JM 2.75 5.87 4.50 0.25 6.54 uncW"  ×  16 4 15.32 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

213JM 3.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 17.32 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

215JM 3.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 17.32 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

254JM 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 22.17 5.25 0.63 3.01 1.25 1.25 1.16 0.19 0.77 1.65 uncW" -  16

256JM 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 23.90 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

284JM 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 24.26 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

286JM 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 25.75 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

324JM 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 26.43 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

326JM 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 27.93 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

364JM 5.88 11.00 12.50 0.25 13.19 uncX"  ×  11 4 29.14 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

365JM 5.88 11.00 12.50 0.25 13.19 uncX"  ×  11 4 29.14 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

frame ba aj ak bb bd bf tap bf 
no. c ah eq et u em  el s r es d1 

143JP 2.50 5.87 4.50 0.16 6.50 uncW" ×  16 4 17.91 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

145JP 2.50 5.87 4.50 0.16 6.50 uncW"  ×  16 4 17.91 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

182JP 2.75 5.87 4.50 0.25 6.54 uncW"  ×  16 4 20.24 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

184JP 2.75 5.87 4.50 0.25 6.54 uncW"  ×  16 4 21.02 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

213JP 3.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 21.24 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

215JP 3.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 21.24 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

254JP 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 25.05 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

256JP 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 26.78 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

284JP 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 27.14 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

286JP 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 28.63 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

324JP 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 29.31 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

326JP 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 30.81 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

364JP 5.88 11.00 12.50 0.25 13.19 uncX"  ×  11 4 32.02 8.13 2.38 5.89 1.62 1.75 2.13 0.38 1.41 2.48 uncK"  -  13

365JP 5.88 11.00 12.50 0.25 13.19 uncX"  ×  11 4 32.02 8.13 2.38 5.89 1.62 1.75 2.13 0.38 1.41 2.48 uncK"  -  13

dimension -  odp -  jm and jp  fr ames

jm fr ames

jp  fr ames

motor specifications
Enclosure: odp
Efficiency: nema 12.12 premium  
 (except 56 frames)
Mounting: f1 
Service Factor:  1.15  
Paint: Armstrong red 
Accessories: includes drip cover,
  bronze shaft sleeves

*Dimensions shown are typical.  For certified drawings, please contact factory.



frame ba aj ak bb bd bf tap bf 
no. c ah eq et u em  el s r es d1 

143JM 2.87 5.87 4.50 0.16 6.50 uncW" ×  16 4 15.20 4.26 0.63 2.88 0.87 1.00 1.16 0.19 0.77 1.65 uncW" -  16

145JM 2.87 5.87 4.50 0.16 6.50 uncW"  ×  16 4 16.20 4.26 0.63 2.88 0.87 1.00 1.16 0.19 0.77 1.65 uncW" -  16

182JM 3.62 5.87 4.50 0.25 6.54 uncW"  ×  16 4 17.50 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

184JM 3.62 5.87 4.50 0.25 6.54 uncW"  ×  16 4 18.50 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

213JM 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 20.80 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

215JM 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 22.30 4.26 0.63 2.88 0.87 1.25 1.16 0.19 0.77 1.65 uncW" -  16

254JM 5.00 7.25 8.50 0.25 8.86 uncK"  ×  13 4 24.70 5.25 0.63 3.01 1.25 1.25 1.16 0.19 0.77 1.65 uncW" -  16

256JM 5.00 7.25 8.50 0.25 8.86 uncK"  ×  13 4 26.50 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

284JM 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 27.50 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

286JM 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 29.10 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

324JM 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 30.00 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

326JM 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 31.50 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

364JM CF 11.00 12.50 0.25 13.19 uncX"  ×  11 4 CF 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

365JM CF 11.00 12.50 0.25 13.19 uncX"  ×  11 4 CF 5.25 0.63 3.01 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

frame ba aj ak bb bd bf tap bf 
no. c ah eq et u em  el s r es d1 

143JP 2.87 5.87 4.50 0.16 6.50 uncW" ×  16 4 18.30 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

145JP 2.87 5.87 4.50 0.16 6.50 uncW"  ×  16 4 19.30 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

182JP 3.62 5.87 4.50 0.25 6.54 uncW"  ×  16 4 20.50 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

184JP 3.62 5.87 4.50 0.25 6.54 uncW"  ×  16 4 21.50 7.32 1.56 5.94 0.87 1.00 1.25 0.19 0.77 1.65 uncW" -  16

213JP 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 24.70 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

215JP 4.50 7.25 8.50 0.25 8.86 uncK"  ×  13 4 26.20 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

254JP 5.00 7.25 8.50 0.25 8.86 uncK"  ×  13 4 27.60 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncW" -  16

256JP 5.00 7.25 8.50 0.25 8.86 uncK"  ×  13 4 29.40 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

284JP 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 30.30 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

286JP 5.00 11.00 12.50 0.25 14.00 uncX"  ×  11 4 31.80 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

324JP 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 33.00 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

326JP 5.50 11.00 12.50 0.25 13.19 uncX"  ×  11 4 34.30 8.13 2.38 5.89 1.25 1.38 1.75 0.25 1.11 2.48 uncK"  -  13

364JP CF 11.00 12.50 0.25 13.19 uncX"  ×  11 4 CF 8.13 2.38 5.89 1.62 1.75 2.13 0.38 1.41 2.48 uncK"  -  13

365JP CF 11.00 12.50 0.25 13.19 uncX"  ×  11 4 CF 8.13 2.38 5.89 1.62 1.75 2.13 0.38 1.41 2.48 uncK"  -  13

dimension -  tefc  -  jm and jp  fr ames

jm fr ames

jp  fr ames

motor specifications
Enclosure: tefc
Efficiency: nema 12.12 premium  
 (except 56 frames)
Mounting: f1 
Service Factor: 1.15 
Paint: Armstrong red 
Accessories: includes bronze 
  shaft sleeves

*Dimensions shown are typical.  For certified drawings, please contact factory.
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frame ba aj ak ah bb bc bd bf tap bf no.

143TC 2.25 5.88 4.50 2.13 0.16 0.13 6.50 uncW" ×  16 4

145TC 2.25 5.88 4.50 2.13 0.16 0.13 6.50 uncW" ×  16 4

182TC 2.75 7.25 8.50 2.63 0.25 0.13 8.88 uncK"  ×  13 4

184TC 2.75 7.25 8.50 2.63 0.25 0.13 8.88 uncK"  ×  13 4

213TC 3.50 7.25 8.50 3.13 0.25 0.25 8.88 uncK"  ×  13 4

215TC 3.50 7.25 8.50 3.13 0.25 0.25 8.88 uncK"  ×  13 4

254TC 4.25 7.25 8.50 3.75 0.25 0.25 8.88 uncK"  ×  13 4

256TC 4.25 7.25 8.50 3.75 0.25 0.25 8.88 uncK"  ×  13 4

284TC 4.75 9.00 10.50 4.38 0.25 0.25 11.03 uncX"  ×  11 4

286TC 4.75 9.00 10.50 4.38 0.25 0.25 11.03 uncX"  ×  11 4

284TSC 4.75 9.00 10.50 3.00 0.25 0.25 11.03 uncX"  ×  11 4

286TSC 4.75 9.00 10.50 3.00 0.25 0.25 11.03 uncX"  ×  11 4

324TC 5.25 11.00 12.50 5.00 0.25 0.25 13.58 uncX"  ×  11 8

326TC 5.25 11.00 12.50 5.00 0.25 0.25 13.58 uncX"  ×  11 8

324TSC 5.25 11.00 12.50 3.50 0.25 0.25 13.58 uncX"  ×  11 8

326TSC 5.25 11.00 12.50 3.50 0.25 0.25 13.58 uncX"  ×  11 8

364TC 5.88 11.00 12.50 5.63 0.25 0.25 15.55 uncX"  ×  11 8

365TC 5.88 11.00 12.50 5.63 0.25 0.25 15.55 uncX"  ×  11 8

364TSC 5.88 11.00 12.50 3.50 0.25 0.25 15.55 uncX"  ×  11 8

365TSC 5.88 11.00 12.50 3.50 0.25 0.25 15.55 uncX"  ×  11 8

404TC 6.63 11.00 12.50 7.00 0.25 0.25 17.91 uncX"  ×  11 8

405TC 6.63 11.00 12.50 7.00 0.25 0.25 17.91 uncX"  ×  11 8

404TSC 6.63 11.00 12.50 4.00 0.25 0.25 17.91 uncX"  ×  11 8

405TSC 6.63 11.00 12.50 4.00 0.25 0.25 17.91 uncX"  ×  11 8

444TC 7.50 14.00 16.00 8.25 0.25 0.25 17.91 uncX"  ×  11 8

445TC 7.50 14.00 16.00 8.25 0.25 0.25 17.91 uncX"  ×  11 8

444TSC 7.50 14.00 16.00 4.50 0.25 0.25 17.91 uncX"  ×  11 8

445TSC 7.50 14.00 16.00 4.50 0.25 0.25 17.91 uncX"  ×  11 8

447TC 7.50 14.00 16.00 8.25 0.25 0.25 17.91 uncX"  ×  11 8

449TC 7.50 14.00 16.00 8.25 0.25 0.25 17.91 uncX"  ×  11 8

447TSC 7.50 14.00 16.00 4.50 0.25 0.25 17.91 uncX"  ×  11 8

449TSC 7.50 14.00 16.00 4.50 0.25 0.25 17.91 uncX"  ×  11 8

dimension -  c  fl ange

*Dimensions shown are typical.  For certified drawings, please contact factory.

b i r m i n g h a m

b u f f a l o

t o r o n t o

m a n c h e s t e r

b a n g a l o r e  

s h a n g h a i a r m s t r o n g i n t eg r at e d . co m

+91 (0) 80 4906 3555

+44 (0) 8444 145 145

+44 (0) 8444 145 145

+716 693 8813

+416 755 2291

+86 21 3756 6696

a r m s t r o n g i n t eg r at e d   
established 1934


