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Flo-Trex Valves – Model FTA SERVICE PARTS

Si
ze

FTA-225
FTA-23

FTA-2525
FTA-253

FTA-33
FTA-34

FTA-45
FTA-46

FTA-55
FTA-56

FTA-66
FTA-68

FTA-88
FTA-810

FTA-1010
FTA-1012

Gl
an

d
525334-042 519463-042
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966100-000 966301-001

Pi
n 516836-001 516836-002 516836-002 516836-004 516836-005 516836-003 516836-006

Co
ve

r

516793-011 516794-011 516795-011 516796-011 516797-011 570047-012 570047-011

Ga
sk

et

516807-001 516807-002 516807-003 516807-004 516807-005 516807-006 516807-007

St
em 516798-001 516798-002 516798-003 516798-004 516798-005 570048-001 570048-002

Sp
rin

g

570040-000 570041-000 570042-000 570043-000 570044-000 570045-000 570046-000

Di
sc 516803-041 516806-041 516818-041 516819-041 516820-041 516821-041 516822-041

FTA-2525
516801-000

FTA-33
516804-000

FTA-44
516810-000

FTA-55
516811-000

FTA-66
516812-000

FTA-88
516823-000

FTA-1010
516824-000

FTA-225
516841-023

FTA-34
516846-023

FTA-45
516851-023

FTA-56
516848-023

FTA-68
516857-023

FTA-810
516859-023

FTA-1012
516902-023

FTA-23
516842-023

FTA-46
516852-023

**B
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ss
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y

FTA-253
516844-023

A 9-3/4" 10-1/2" 12" 14" 15-3/4" 19-1/4" 24"
GLAND STUD: 916900-026 5/16-18 x 1-1/2 915221-420 3/8-16 x 2-1/2

GLAND NUT: 913119-100 5/16-18 LCS ***913121-100 3/8-16 LCS
*Four pieces of packing required. Additional pieces may be added after gland is tightened down.
**Body assembly includes seat.
***Washers, 2 each, 927114-100 3/8, also required.
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Note: All items other
than packing, gasket
and spring are obsolete.


