
QJ39685 SERIES
• TeeJet ChemSaver® drip-free shut-off
• Made of corrosion-resistant materials 2 31

CODE REF NOZZLE HOLDER TYPE INLET HOSE TAIL 
SIZE I.D.

MAX PRESS. 
KPA/PSI CAT

QJ39685-1L-500-NYB 1 SINGLE LEFT 1/2” 2000/290 B
QJ39685-1R-500-NYB 2 SINGLE RIGHT 1/2” 2000/290 B
QJ39685-2-500-NYB 3 DOUBLE 1/2” 2000/290 B

193 SERIES 
• Drip free shut-off with ChemSaver®
• Opening pressure - 10 psi (0.7 bar)
• Available in single or double hose shanks
•  Hose barb sizes for 3/8”, 1/2” or 3/4” I.D. hose
• Use with Vari Spacing clamps (Refer Page 95) A

19349

B

19350

CODE REF NOZZLE HOLDER TYPE INLET HOSE TAIL 
SIZE I.D.

MAX PRESS.  
KPA/PSI CAT

19349-211-406-NYB A SINGLE 3/8” 862/125 B

19349-211-540-NYB A SINGLE 1/2” 862/125     B

19349-211-785-NYB A SINGLE 3/4” 862/125 B
19350-212-406-NYB B DOUBLE 3/8” 862/125 B
19350-212-540-NYB B DOUBLE 1/2” 862/125 B
19350-212-785-NYB B DOUBLE 3/4” 862/125 B

Dry boom nozzle holders are designed for mounting directly to boom 
frame for variable nozzle spacings when used with hose and clamps. 
Fits round or square tubing or pipe and is connected by hose and clamps. 
Polypropylene construction with max pressure of 2000kPa (290psi). 

G8235027G8235021
8235 SERIES
Self aligning nozzle cap. Available in single or double hose-tails. 
Non-drip shut-off valve standard (open 0.5 Bar).

CODE NOZZLE HOLDER TYPE INLET HOSE TAIL 
SIZE I.D.

MAX PRESS.  
KPA/PSI CAT

G8235021 SINGLE 1/2” 2000/290 B
G8235027 DOUBLE 1/2” 2000/290 B

93CALL: 1300 745 826 or visit silvan.com.au for more information
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