
Step 2.

Now push downwards on the plate located 
in the middle of the umbrella shaft, until it 
clicks into place.

Step 3.

Now that the main umbrella softbox has 
been opened, get the internal diffuser and 
attach it to the main softbox by either clip-
ping the corners to the elastic loops, or using 
the Velcro tabs (depending on which model 
of umbrella softbox you have).

Step 4.

Once you have attached the inner diffuser, 
it is time to attach the outer diffuser. To do 
this, simply attach it to the inner-edge of the 
Velcro strip that goes around the internal pe-
rimeter of the softbox.

PIXAPRO EASY-OPEN UMBRELLA SOFTBOX 

ASSEMBLY INSTRUCTIONS.

Step 1.

First, find an open area, and place the um-
brella softbox on the floor silver-side up.



ASSEMBLY INSTRUCTIONS

Step 5.

Now all that is left is to attach the honey-
comb grid (if required). To attach the hon-
eycomb grid, simply press the edges of the 
grid the against the Velcro strip that goes 
around the internal perimeter of the softbox.

Your Softbox is Now Complete

Your softbox is now complete, and ready for 
use. Sometimes peeling-back a bit of the 
diffuser will make it a bit easier to mount the 
softbox to your light.

How To Disassemble.
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PiXAPRO Easy-Open Umbrella Softbox

To disassemble the Pixapro Easy-Open Um-
brella Softbox, remove the honeycomb grid 
and both diffusers. Once that is done, rest 
the main softbox on the floor speedring-side 
down, push against the central plate, and 
then release the locking mechanism.


