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GAS MANIFOLD 
FLARE ADAPTER ELECTRICAL

CLIP-PLUG

3/4" DIA. WATER 
PIPE ADAPTER

POT-FILLER CAN BE 
INSTALLED ON LEFT/RIGHT

PRODUCT                   DESCRIPTION                                PRODUCT DETAILS                                  MATERIAL  SPECIFICATIONS
SUNSTONE® 24" POWER 
CIRQUE™ UPTO 65,000 BTU 3 
BURNER W/HOOD & 15" PIZZA 
STONE INCLUDED

Item No. 
SUN24PCB-LP/NG

PRODUCT SIZE - 24"W X 26-1/2"D X 18-1/2"H
CUT-OUT - 22-3/4"W X 22-1/2"D X 10"H
WEIGHT - 85 LBS
BTU'S - UpTo 65,000
GAS TYPE - LP OR NG

POWER CIRQUE BURNER

PRODUCT SIZE  

Overall Width 24"

overall Height 18-1/2"

overall Depth 26-1/2"

control Panel Height 10-1/2"

FIREBOX SIZE  

Box Width 22-1/4"

Box Depth 22-1/4"

Box Height 9"

Supporting Lip Overhang 1"

CUT-OUT SIZE  

Cut-Out Width 22-3/4"

Cut-Out Depth 22-1/2"

Cut-Out Height 10"

SPECIFICATIONS  

Liquid Propane Adapter 5/8-18 UNF

Natural Gas Adapter 3/4-16 UNF

Electrical Transformer 20WAT GFCI

Pot-Filler Pipe Size 3/4" DIA.

18 Gauge 304 Stainless steel for 19" Burner. 
16 Gauge 304 Stainless steel for Griddle. 
20 Gauge 304 Stainless steel for Hood 
18 Gauge 304 Stainless steel body and control panel, 
20 gauge 304 for drip tray. 
201 Stainless steel for manifold.

ELECTRICAL CONNECTION IS 
FOR LED PANEL LIGHT

BURNER IS AVAILABLE AS 
EITHER LP OR NG GAS TYPE

LP/NG FLARE ADAPTER
GAS CONNECTION AT
BACK RIGHT SIDE

ELECTRICAL CONNECTION 
AT BURNER BACK LEFT



22-3/4" WIDTH

10"
HEIGHT

22-1/2" 
DEPTH

INSTALL TWO VENTS IN "HIGH"
POSITION FOR NATURAL GAS

INSTALL TWO VENTS IN "LOW" 
POSITION FOR LIQUID PROPANE

FOR BURNERS WHICH USE LIQUID
PROPANE, RECOMMEND SEPERATE
LP-TANK STORAGE NEARBY, THIS IS 
NOT NEEDED FOR IN-LINE LP INSTALL
OR NATURAL GAS INSTALLATIONS

A. COUNTERTOP SLIDE-IN INSTALLATION

B. DROP-DOWN SLIDE-IN INSTALLATION

GAP BELOW DRIP-PAN
IS REQUIRED FOR AIR/GAS 
VENTILATION THIS GAP IS 
INCLUDED AS PART OF 
THE CUT-OUT HEIGHT. 

A. 

FOR USE WITH GRIDDLE

USE FOR STOCK POT

POT-FILLER NOTCHOUT
SEE LAST PAGE
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22-3/4" WIDTH

10" 
HEIGHT

22-1/2" DEPTH

RECOMMEND 8" MINIMUM TO 
12" MAXIMUM RECESSED

BOX HEIGHT

28" MINIMUM BOX WIDTH
THIS GIVES 2" CLEARANCE

FOR EITHER LEFT/RIGHT SIDE
WE RECOMMEND 30" WIDTH

24" BOX DEPTH

2" MINIMUM ALLOWANCE 
ON EITHER SIDE OF CUT-OUT

INSTALL TWO VENTS IN "HIGH"
POSITION FOR NATURAL GAS

INSTALL TWO VENTS IN "LOW" 
POSITION FOR LIQUID PROPANE

FOR BURNERS WHICH USE LIQUID
PROPANE, RECOMMEND SEPARATE
LP-TANK STORAGE NEARBY, THIS IS 
NOT NEEDED FOR IN-LINE LP INSTALL
OR NATURAL GAS INSTALLATIONS

PLACE A SUNSTONE DESIGNER 
SERIES #DE-MD30 DRAWER FOR 
GREAT ADDED STORAGE OF LARGE
ACCESSORY ITEMS

GAP BELOW DRIP-PAN
IS REQUIRED FOR AIR/GAS 
VENTILATION THIS GAP IS 
INCLUDED AS PART OF 
THE CUT-OUT HEIGHT. 

B. 

POT-FILLER NOTCHOUT
SEE LAST PAGE
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22-3/4" CUT-OUT WIDTH

CUT-OUT LINE

3/4" FROM BACK 
CUT-OUT EDGE 
TO PIPE CENTER 7/8" FROM SIDE 

CUT-OUT EDGE 
TO PIPE CENTER

7/8" CUT-OUT
BOX DEPTH

1-1/2" CUT-OUT 
BOX WIDTH

PIPE IS 3/4" DIA.

POT FILLER NOTCH-OUT DIMENSIONSCUT-OUT LINE DRAWING

ALL MEASUREMENTS ARE REVERSABLE IF PLACING 
POT-FILLER ON OPPOSITE SIDE

CUT-OUT LINE DRAWING  

Front Control Panel Width 24"

Product Depth 26-1/2"

Firebox Depth 22-1/4"

Cut-Out Depth 22-1/2"

Cut-Out Width 22-3/4"

Firebox Width 22-1/2

POT FILLER NOTCH-OUT  

Pipe Diameter 3/4"

Cut-Out Box Width 1-1/2"

Cut-Out Box Depth 7/8"

Cut-Out Edge to Pipe Center 3/4"

Cut-Out Side Edge to Pipe Center 7/8"
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