
Datasheet

DIP-series Ice Cream Dipping Cabinet

STANDARD FEATURES

• • R290 Hydrocarbon refrigerant

• Standard ABS night covers

• PE coated removable magnetic frost shields

• LED lighting for interior canopy

• Manual defrost

• White exterior color

• Manual gas controls

• NEMA 5-15P

• -14.8°F to -0.4°F  temperature range

• Foamed-in-place polyurethane insulation

•cETLus
•ETL Sanitation Listd
  Conforms to UL & NSF Standard

 
  USR BRANDS is a US supplier of premium quality commercial cooking, refrigeration and food prepa-
ration equipment. Our aim is simple. Produce industry-leading commercial restaurant equipment at 
reasonable prices, and back it all up with an easy to understand, no nonsense warranty that people 
can count on.
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TECHNICAL DATA

MODEL Exterior Dimensions Packing Dimensions Net 
Volume

Gross 
Volume

Tub Holder Capacity
(3 Gallon Tubs)

Storage Capacity
(3 Gallon Tubs)

DIP-46 47 1/8" x 28" x51 1/4" 51 2/5" x 32 1/6" x 58" 240lb. 346lb. 8 4

DIP-66 67 3/4" x 28" x51 1/4" 72" x 32 1/6" x 58" 310lb. 432lb. 12 8

DIP-88 88 3/4" x 28" x51 1/4" 93 3/8" x 32 1/2" x 59" 344lb. 518lb. 16 12

DIMENSIONS

ELECTRICAL
MODEL Max. Ambient 

Temperature Temperature Range Refrigerant Amps Volts/Hertz/Phase Horsepower

DIP-46 90°F -14.8°F to -0.4°F R290 5.16 115V/60HZ/1 phase 1/2 HP

DIP-66 90°F -14.8°F to -0.4°F R290 5.64 115V/60HZ/1 phase 1/2HP

DIP-88 90°F -14.8°F to -0.4°F R290 6 115V/60HZ/1 phase 1 HP
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