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3000K
(Standard)

Order options

TRIM

Trim (Standard )

28°Beam 40°Beam 50°Beam

ELECTRICAL

COLOUR  TEMPERATURE

PRIMARY REFLECTOR

non DIM

2700K

3000K

SYSTEM POWER

21W

28W

phase DIM

DALI

1-10V

COLOR RENDERING INDEX

CRI 80

CRI 90

4000K

LED Downlight
Fixed

START  

18 W  1400lm-1500m

25 W��1800lm-1900lm

Remark:     X=  (ON-OFF) X=  (Phase Dim)       X=  (1-10V Dim)       X=  (DALI Dim)       X=  (Without Driver )  F P A D N        

Remark:     X=  (ON-OFF) X=  (Phase Dim)       X= (1-10V Dim)       X=  (DALI Dim)       X=  (Without Driver )  F P A D N         

SRF125  1400-1500 Lm MODELS (White trim, CITIZEN LED, Specular reflector)  

SRF125  1800-1900 Lm MODELS (White trim, CITIZEN LED, Specular reflector)  

Order Information

Order Information

28°

5144lx1m

1286lx

572lx

321lx

Height, Emax

10°0°10°

206lx

Diameter

Ø48

Ø96

Ø144

Ø192

(cm)

Ø240

20° 20°

2m

3m

4m

5m

SRF125-CC930R28S-X
SRF125-CC940R28S-X

40°

2874lx1m

718lx

319lx

179lx

Height, Emax

10°0°10°

115lx

Diameter

Ø68

Ø136

Ø204

Ø272

(cm)

Ø340

20° 20°

2m

3m

4m

5m

50°

1249lx1m

312lx

139lx

78lx

Height, Emax

10°0°10°

50lx

Diameter

Ø85

Ø170

Ø255

Ø340

(cm)

Ø425

20° 20°

2m

3m

4m

5m

SRF125-CC930R40S-X
SRF125-CC940R40S-X

SRF125-CC930R50S-X
SRF125-CC940R50S-X

Code
SRF125-CC930R28S-X

CCT

3000K
4000K
3000K
4000K

3000K
4000K

CRI

90
90
90
90

90
90

BEAM

40°
40°
50°
50°

28°
28°SRF125-CC940R28S-X

       

SRF125-CC930R40S-X
SRF125-CC940R40S-X
SRF125-CC930R50S-X
SRF125-CC940R50S-X

LED Power
18 W

 

18 W
18 W
18 W
18 W
18 W

System Power
21 W
21 W
21 W
21 W
21 W
21 W

LED Current
500mA 
500mA 
500mA 
500mA 
500mA 
500mA 

LED�Voltage
36 V
36 V
36 V
36 V
36 V
36 V

LED output
2000 lm
2100 lm
2000 lm
2100 lm
2000 lm
2100 lm

Module output
1400 lm
1500 lm
1400 lm
1500 lm
1400 lm
1500 lm

28°

6883lx1m

1721lx

765lx

430lx

Height, Emax

10°0°10°

275lx

Diameter

Ø48

Ø95

Ø143

Ø191

(cm)

Ø239

20° 20°

2m

3m

4m

5m

SRF125-CD930R28S-X
SRF125-CD940R28S-X

40°

3841lx1m

960lx

427lx

240lx

Height, Emax

10°0°10°

154lx

Diameter

Ø67

Ø135

Ø202

Ø270

(cm)

Ø337

20° 20°

2m

3m

4m

5m

50°

1705lx1m

426lx

189lx

107lx

Height, Emax

10°0°10°

68lx

Diameter

Ø85

Ø170

Ø255

Ø340

(cm)

Ø425

20° 20°

2m

3m

4m

5m

SRF125-CD930R40S-X
SRF125-CD940R40S-X

SRF125-CD930R50S-X
SRF125-CD940R50S-X

Code
SRF125-CD930R28S-X

CCT

3000K
4000K
3000K
4000K

3000K
4000K

CRI

90
90
90
90

90
90

BEAM

40°
40°
50°
50°

28°
28°SRF125-CD940R28S-X

SRF125-CD930R40S-X
SRF125-CD940R40S-X
SRF125-CD930R50S-X
SRF125-CD940R50S-X

LED Power
25 W
25 W
25 W
25 W
25 W
25 W

System Power
28 W
28 W
28 W
28 W
28 W
28 W

LED Current
700mA 
700mA 
700mA 
700mA 
700mA 
700mA 

LED Voltage
36 V
36 V
36 V
36 V
36 V
36 V

LED output
2600 lm
2700 lm
2600 lm
2700 lm
2600 lm
2700 lm

Module output
1800 lm
1900 lm
1800 lm
1900 lm
1800 lm
1900 lm

E-LITE  LIGHTING

161160

START

SECONDARY�REFLECTOR

White

Black

Specular

Matt Gold

Chrome Black

Ei Version

TRIMLESS

COLOUR FILM

red blue yellow green
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Light  distribution  for  3000K

SRF150
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1
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3000K
(Standard)

Order options

TRIM

Trim (Standard )

28°Beam 32°Beam 50°Beam

ELECTRICAL

COLOUR  TEMPERATURE

PRIMARY REFLECTOR

non DIM

2700K

3000K

SYSTEM POWER

28W

42W

phase DIM

DALI

1-10V

COLOR RENDERING INDEX

CRI 80

CRI 90

4000K

25 W  1900lm-2000lm

38 W��2700lm-2900lm

Remark:     X=  (ON-OFF) X=  (Phase Dim)       X=  (1-10V Dim)       X=  (DALI Dim)       X=  (Without Driver )  F P A D N        

Remark:     X=  (ON-OFF) X= (Phase Dim)       X=  (1-10V Dim)       X=  (DALI Dim)       X=  (Without Driver )  F P A D N        

SRF150  1900-2000 Lm MODELS (White trim, CITIZEN LED, Specular reflector)  

SRF150  2700-2900 Lm MODELS (White trim, CITIZEN LED, Specular reflector )  

Order Information

Order Information

28°

7905lx1m

1976lx

878lx

494lx

Height, Emax

10°0°10°

316lx

Diameter

Ø44

Ø89

Ø133

Ø178

(cm)

Ø223

20° 20°

2m

3m

4m

5m

SRF150-CD930R28S-X
SRF150-CD940R28S-X

32°

5778lx1m

1445lx

642lx

361lx

Height, Emax

10°0°10°

231lx

Diameter

Ø54

Ø108

Ø162

Ø216

(cm)

Ø271

20° 20°

2m

3m

4m

5m

50°

1759lx1m

439lx

195lx

110lx

Height, Emax

10°0°10°

70lx

Diameter

Ø88

Ø176

Ø264

Ø352

(cm)

Ø440

20° 20°

2m

3m

4m

5m

SRF150-CD930R32S-X
SRF150-CD940R32S-X

SRF150-CD930R50S-X
SRF150-CD940R50S-X

Code
SRF150-CD930R28S-X

CCT

3000K
4000K
3000K
4000K

3000K
4000K

CRI

90
90
90
90

90
90

BEAM

32°
32°
50°
50°

28°
28°SRF150-CD940R28S-X

       

SRF150-CD930R32S-X
SRF150-CD940R32S-X
SRF150-CD930R50S-X
SRF150-CD940R50S-X

LED Power
25 W

 

25 W
25 W
25 W
25 W
25 W

System Power
28 W
28 W
28 W
28 W
28 W
28 W

LED Current
700mA 
700mA 
700mA 
700mA 
700mA 
700mA 

LED Voltage
36 V
36 V
36 V
36 V
36 V
36 V

LED output
2700 lm
2800 lm
2700 lm
2800 lm
2700 lm
2800 lm

Module output
1900 lm
2000 lm
1900 lm
2000 lm
1900 lm
2000 lm

28°

10898lx1m

2725lx

1211lx

681lx

Height,Emax

10°0°10°

436lx

Diameter

Ø45

Ø89

Ø133

Ø178

(cm)

Ø223

20° 20°

2m

3m

4m

5m

SRF150-CF930R28S-X
SRF150-CF940R28S-X

32°

8058lx1m

2014lx

895lx

504lx

Height,Emax

10°0°10°

322lx

Diameter

Ø54

Ø107

Ø161

Ø215

(cm)

Ø268

20° 20°

2m

3m

4m

5m

50°

2498lx1m

624lx

278lx

156lx

Height,Emax

10°0°10°

100lx

Diameter

Ø88

Ø175

Ø263

Ø350

(cm)

Ø438

20° 20°

2m

3m

4m

5m

SRF150-CF930R32S-X
SRF150-CF940R32S-X

SRF150-CF930R50S-X
SRF150-CF940R50S-X

Code
SRF150-CF930R28S-X

CCT

3000K
4000K
3000K
4000K

3000K
4000K

CRI

90
90
90
90

90
90

BEAM

32°
32°
50°
50°

28°
28°SRF150-CF940R28S-X

SRF150-CF930R32S-X
SRF150-CF940R32S-X
SRF150-CF930R50S-X
SRF150-CF940R50S-X

LED Power
38 W
38 W
38 W
38 W
38 W
38 W

System Power
42 W
42 W
42 W
42 W
42 W
42 W

LED Current
1050mA 
1050mA 
1050mA 
1050mA 
1050mA 
1050mA 

LED Voltage
36 V
36 V
36 V
36 V
36 V
36 V

LED output
3700 lm
3900 lm
3700 lm
3900 lm
3700 lm
3900 lm

Module output
2700 lm
2900 lm
2700 lm
2900 lm
2700 lm
2900 lm

SECONDARY�REFLECTOR

White

Black

Specular

Matt Gold

Chrome Black

Ei Version

TRIMLESS

COLOUR FILM

red blue yellow green

Ø198

1
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