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Maximum Feed Temperature (°F / °C) 85 / 29 Maximum Turbidity (NTU) 1

Minimum Feed Temperature (°F / °C) 40 / 4 Maximum Free Chlorine (ppm) 0

Maximum Ambient Temperature (°F / °C) 120 / 49 Maximum TDS (ppm) 2000

Minimum Ambient Temperature (°F / °C) 40 / 4 Maximum Hardness (gpg) 0

Maximum Feed Pressure (psi / bar) 85 / 6 Maximum pH (Continuous) 11

Minimum Feed Pressure (psi / bar) 45 / 3 Minimum pH (Continuous) 2

Maximum Operating Pressure (psi / bar) 150 / 10 Maximum pH (cleaning 30 minutes) 13

Maximum Feed Silt Density Index (SDI) < 3 Minimum pH (cleaning 30 minutes) 1

MODELS CT– 4000 CT– 5000 CT– 7000

Design

Single Pass Single Pass Single Pass

Feedwater Source (ppm)A TDS < 2000 TDS < 2000 TDS < 2000

Standard Recovery Rate % 48 53 62

Recovery with Concentrate Recycle % Up to 75 Up to 75 Up to 75

Flow RatesB

Permeate Flow (gpm / lpm) 2.78 / 10.52 3.47 / 13.14 4.86 / 18.40

Minimum Feed Flow (gpm / lpm) 5.78 / 21.88 6.47 / 24.50 7.86 / 29.75

Minimum Concentrate Flow (gpm / lpm) 3 / 11.36 3 / 11.36 3 / 11.36

Connections

Feed (in) 1 FNPT 1 FNPT 1 FNPT

Permeate (in) 1 FNPT 1 FNPT 1 FNPT

Concentrate (in) 1 FNPT 1 FNPT 1 FNPT

Membranes

Membranes Per Vessel 1 1 1

Membrane Quantity 2 3 4

Membrane Size 4040 4040 4040

Nominal Salt Rejection % 99 99 99

Vessels

Vessel Array 1:1 1:1:1 1:1:1:1

Vessel Quantity 2 3 4

Pumps

Pump Type Multi-Stage Multi-Stage Multi-Stage

Motor HP 1.5 1.5 1.5

RPM @ 60Hz (50 Hz) 3450 (2900) 3450 (2900) 3450 (2900)

System Electrical

Standard Voltage + Amp DrawC 220V, 60Hz, 1PH, 8.3A 220V, 60Hz, 1PH, 8.3A 220V, 60Hz, 1PH, 8.3A

High Voltage Service + Amp DrawC

220V, 50Hz, 1PH, 8.9A 

220V, 60Hz, 3PH, 5.1A
220V, 50Hz, 3PH, 6.1A 

380V, 50Hz, 3PH, 4.5A
460V, 60Hz, 3PH, 3.5A

220V, 50Hz, 1PH, 8.9A 

220V, 60Hz, 3PH, 5.1A
220V, 50Hz, 3PH, 6.1A 

380V, 50Hz, 3PH, 4.5A
460V, 60Hz, 3PH, 3.5A

220V, 50Hz, 1PH, 8.9A 

220V, 60Hz, 3PH, 5.1A
220V, 50Hz, 3PH, 6.1A 

380V, 50Hz, 3PH, 4.5A
460V, 60Hz, 3PH, 3.5A

System Dimensions

Approximate DimensionsD L x W x H (in /cm) 30 x 38 x 47 / 76 x 96 x 119 30 x 38 x 47 / 76 x 96 x 119 30 x 38 x 47 / 76 x 96 x 119

Approximate Weight (lbs / kg) 235 / 106.60 250 / 113.40 265 / 120.20

OPERATING LIMITSE

Test Parameters: 550 TDS Filtered (5–Micron), Dechlorinated, Municipal Feedwater, 65 psi / 4.50 bar Feed Pressure, 150 psi / 10.34 bar Operating Pressure, 77°F / 25°C, Recovery as stated, 7.0 pH. 
Data taken after 60 minutes of operation.

Note: All 50Hz systems come standard with AXEON HF4 –Series Extra Low Energy Membrane Elements.

A. 
applications which do not meet or exceed minimum and maximum operating limits for such conditions. 

B. 
C. Varies with motor manufacturer.
D. Does not include operating space requirements.

SPECIFICATIONS

E. 


