
SPF–SERIES PLEATED FILTER CARTRIDGE

AXEON® SPF– Series Pleated Filter Cartridges are 
washable, reusable, and durable. Because of this, the 
cartridges have an extended life span and are more 
economical. They also have an increased dirt holding 
capacity so cleaning is required less often.

AXEON SPF– Series Pleated Filter Cartridges provide 
a solution for a variety of applications by reducing sand, 
sediment, silt and rust as well as many other particulates.

MATERIALS OF CONSTRUCTION
 • Media: Polyester, Polypropylene (PP), Cellulose 

 • End Cap: PU, Plastisol

 • Core: Polypropylene (PP)

 • Filter Media: Polyester 

 • End Caps: PU/Plastisol 

 • Center Core: Pure Polypropylene

FEATURES
 • Pleated design increased surface area and 
contaminant removal

 • Longer filtration runs for fewer change-out 
and less maintenance 

 • Low pressure drop

 • Designed for general water filtration purposes

Model Diameter (in / mm) Length (in / mm) Nominal Micron Rating

SPF–25–1001 2.68 / 68.07 9.75 / 247.65 1

SPF–25–1005 2.68 / 68.07 9.75 / 247.65 5

SPF–25–1010 2.68 / 68.07 9.75 / 247.65 10

SPF–25–2001 2.68 / 68.07 20 / 508 1

SPF–25–2005 2.68 / 68.07 20 / 508 5

SPF–25–2010 2.68 / 68.07 20 / 508 10

SPF–45–1001 4.5 / 114.30 9.75 / 247.65 1

SPF–45–1005 4.5 / 114.30 9.75 / 247.65 5

SPF–45–1010 4.5 / 114.30 9.75 / 247.65 10

SPF–45–2001 4.5 / 114.30 20 / 508 1

SPF–45–2005 4.5 / 114.30 20 / 508 5

SPF–45–2010 4.5 / 114.30 20 / 508 10
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