
Part
Number

Description Color Rated Membrane Size
(gpd / lpd)

200986 RESTRICTOR, CAPILLARY, 125 ML / MIN, RED, 12 GPD, AXEON RED 12.00 / 45.42

200987 RESTRICTOR, CAPILLARY, 189 ML / MIN, BROWN, 18 GPD, AXEON BROWN 18.00 / 68.14

200988 RESTRICTOR, CAPILLARY, 263 ML / MIN, BLACK, 25 GPD, AXEON BLACK 25.00 / 94.54

200989 RESTRICTOR, CAPILLARY, 368 ML / MIN, YELLOW, 35 GPD, AXEON YELLOW 35.00 / 132.49

200990 RESTRICTOR, CAPILLARY, 525 ML / MIN, GREEN, 50 GPD, AXEON GREEN 50.00 / 189.27

200991 RESTRICTOR, CAPILLARY, 735 ML / MIN, BLUE, 75 GPD, AXEON BLUE 75.00 / 283.91

200992 RESTRICTOR, CAPILLARY, 1,052 ML / MIN, WHITE, 100 GPD, AXEON WHITE 100.00 / 378.54

200993 RESTRICTOR, CAPILLARY, 1,577 ML / MIN, GREY, 150, AXEON GREY 150.00 / 567.81

210184 RESTRICTOR, CAPILLARY, 2,000 ML / MIN, ORANGE 200 GPD, AXEON ORANGE 200.00 / 757.09
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AXEON Capillary Flow Restrictors easily insert into all 1/4” OD tubing located

on the membrane waste line (concentrate line) of residential reverse osmosis systems.

The length of the flow control capillary line determines the flow restriction, shorter

lengths allow water to passthrough at a higher rate, thus changing the recovery of

the system. Every flow restrictor is calibrated to ensure proper membrane life.

Benefits
n Delrin Material For Increased Strength 

n High Tolerance Medical Grade Tubing when Applicable

n Compatible with Quick–Connect and Compression Fittings 

n Save on Shipping, Storage and Fittings 

n Unique Design Prevents Clogging 

n Easy Installation 

n Fits All Standard Size 1/4” Tubing 


